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CURRENT TRANSFORMERS

600V Current Transformers

Non-ANSI Rated Window Type

For Metering and Instrumentation

WINDOW SIZES
0.56”

MODEL 13
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WINDOW SIZES
0.64”

MODEL 1A
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WINDOW SIZES
0.94”

MODEL 15

15 SFT
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WINDOW SIZES
1.00”, 1.05”, 1.13”

MODEL 2

2SHT 2SFT 2RL

2DRL
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WINDOW SIZES
0.69”

MODEL 3P2
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WINDOW SIZES
1.25”

MODEL 58RBL

58RBL
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WINDOW SIZES
1.56”

MODEL 5

5SHT 5SFT 5RL
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WINDOW SIZES
1.56”

MODEL 5A

5ASHT 5ASFT

5ARL
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CURRENT TRANSFORMERS 600V Current Transformers

For Metering and Instrumentation

Non-ANSI Rated Window Type

WINDOW SIZES
1.56”

MODEL 5DRL
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WINDOW SIZES
2.06”

MODEL 6A
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6ASFT 6ARL

WINDOW SIZES
1.56”

MODEL 10
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WINDOW SIZES
2.06”

MODEL 56
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56SHT 56SFT 56RL

WINDOW SIZES
2.06”

MODEL 6
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6SHT 6SFT 6RL

WINDOW SIZES
2.50”

MODEL 7
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7RL

WINDOW SIZES
2.06”

MODEL 76
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76RL 76RT
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Current Transformer

APPLICATION:
For current to voltage conversion by use of a load resistor
FREQUENCY:
50-400 Hz.
INSULATION LEVEL:
600 Volts. 10 kV BIL. full wave

INDOW DIAMETER:
0.56"
0.1-0.2 Ibs.
CONTINUOUS THERMAL CURRENT RATING FACTOR:
200A at 30°c amb., 120A at 55°c amb.
This lightweight, miniature current transformer is suitable
for direct mounting on printed circuit boards. Model 13 is
provided with standard hexagon nuts to secure the
transformer to the board, so that the assembly can
withstand vibration and shock while maintaining electrical
integrity. The graph below illustrates the voltage capacity
and over the ranges shown, will maintain a +/-3% linearity.

TYPICAL PERFORMANCE CHARACTERISTICS

Model
Window Size
Width
Height
Depth

0.56 WINDOW DIA—,

0.05 DIA TERMINALS
CAN BE REPLACED
WITH LEADS

Model 13
rev 03182021

CERTIFICATIONS:

M us

E228202

223647

" #4-40 TAPPED INSERTS

Products are manufactured in a plant whose quality management system has been certified to be in compliance with ISO 9001:2015 by NQA




Current Transformer Model 1A

CERTIFICATIONS:

APPLICATION: @
With ammeters, energy management systems and “
instrumentation C Us

FREQUENCY: E228202

50-400 Hz.

INSULATION LEVEL:

600 Volts. 10 kV BIL. full wave Model
WINDOW DIAMETER: Window Size

223647

0.64” :
Width
0.42 Ibs. Height
CONNECTIONS: Depth
-Flexible Leads are UL 1015 105°C, CSA approved

#16AWG, 24" long
-Non-standard length to be specified

-1 Amp, and other secondary currents available MODEL 1A
upon request Window Diameter 0.64”
Approximate weight: 0.42 Ibs.

CATALOG NUMBER  CURRENT RATIO ACCURACY AT60 HZ  BURDEN VA AT 60 HZ
1A-500 50:5 +2%
1A-600 60:5 +1%
1A-750 75:5 +1%
1A-800 80:5 +1%
1A-101 100:5 +1%
1A-121 1205 +1%
1A-1250 1255 +1%
1A-151 150:5 +1%
1A-201 200:5 +1%
1A-251 250:5 +1%

Products are manufactured in a plant whose quality management system has been certified to be in compliance with ISO 9001:2015 by NQA




APPLICATION:

With ammeters, energy management systems and
instrumentation

FREQUENCY:

50-400 Hz..

INSULATION LEVEL:

600 Volts. 10 kV BIL. full wave

INDOW DIAMETER:
PPROXIMATE WEIGHT}

0.94"

0.9 Ibs.

-Non-standard lead length can be specified

-Flexible leads are UL 1015 105° C CSA approved,
#16 AWG, 24" long

-Terminals are brass studs No. 8-32 UNC with one
flat washer, lockwasher, and regular nut

Current Transformer

Model

15SFT

Window Size

0.94

Width

2.67

Height

2.75

Depth

1.38

MODEL 15

Window Diameter 0.94”
Approximate weight: 0.9 Ibs.

CERTIFICATIONS:

M us

E228202

223647

CATALOG NUMBER CURRENT RATIO

ACCURACY AT 60 HZ

BURDEN VA AT 60 HZ

15SFT-500
15SFT-600
15SFT-750
15SFT-800
15SFT-101
15SFT-121
15SFT-1250
15SFT-151
15SFT-1750
15SFT-201

50:5
60:5
75:5
80:5
100:5
120:5
125:5
150:5

175:5
200:5

+1.5%
+1.5%
+1.5%
+1.0%
+1.0%
+1.0%
+1.0%
+1.0%
+1.0%
+1.0%

Products are manufactured in a plant whose quality management system has been certified to be in compliance with ISO 9001:2015 by NQA




CERTIFICATIONS:

APPLICATION: ®
Generally for Ammeter use only “
C Us
50-400 Hz. E228202

INSULATION LEVEL:
600 Volts. 10 kV BIL. full wave

1:00", 1.05”, 1.13” 223647
0.5 Ibs.

CONNECTIONS:

-Flexible Leads are UL 1015 105°C, CSA
approved #16 AWG, 24” long Model 28HT

-Non-standard length to be specified Window Size 113

-Terminals are brass studs No. 8-32 UNC
with one flat washer, lockwasher, and Width 2.40
regular nut ;

-SHT and SFT case styles also available as Height 2.71
SHL or SFL with Leads

-Mounting bracket for Model 2SHT part Depth 0.95
59-0217

MODEL 2
Window Diameter 1.00”, 1.05”, 1.13”
Approximate weight: 0.5 Ibs.

MODELS 2SFT, 2SHT, 2RL MODEL 2DRL

CATALOG CURRENT

NUMBER RATIO | ACCURACY | BURDENVAAT | ACCURACY | BURDENVA
AT 60 HZ 60 HZ AT 60 HZ AT 60 HZ
2250 255 : . +5% 1

2**-500 50:5 +4% 1 +2% 1.5
2**-600 60:5 +3% 2 +2%
2"*-750 19t +3% 2 +2%
2**-800 80:5 +2% 2 +2%
2101 100:5 +1% 2 +1%
2*121 120:5 +1% 25 +1%
2**1250 125:5 +1% 25 +1%
2151 150:5 +1% +1%
2181 180:5 +1% +1%
2**-201 200:5 +1% +1%
2251 250:5 +1% +1%
2301 300:5 +1% +1%
2331 330:5 +1.2% 10 +1% 17.5

NOTE: When ordering, Prefix Cat. No. With model designation required, i.e. 2SFT-301, 2RL-301, or 2SHT-301 or 2DRL-301

Products are manufactured in a plant whose quality management system has been certified to be in compliance with ISO 9001:2015 by NQA




Products are manufactured in a plant whose quality management system has been certified to be in compliance with ISO 9001:2015 by NQA




Current Transformer Model 3P2
| Rev 101419

APPLICATION: CERTIFICATIONS:
3 Phase metering and other switchboard

applications and for current to voltage
conversion by use of a loading resistor as \
illustrated in the graph below and having low C uUs

Erimari current input. E228202
@&
c us

50-400 Hz.

INSULATION LEVEL:

600 Volts. 10 kV BIL. full wave
INDOW DIAMETER:

0.69" 223647

IAPPROXIMATE WEIGHT:

1.5 Ibs.

CONNECTIONS:

-Transformers can be ordered with secondary leads

configured in various ways (consult factory)

-Terminals are brass studs No. 8-32 with one flat Models 3P2-500 — 3P2-201

washer, lock washer, and regular nut 133 a1 30°C. ambient

-Load resistors may be mounted directly on terminals 1.0 at 55°C. ambient.

thus providing a “space saver” feature.

Continuous Thermal Current
Rating Factor

Models 3P2-1000T:
350A at 30°C amb.,
250A at 55° amb.

MODEL 3P2

Window Diameter 0.69”
Approximate weight: 1.5 Ibs.

CATALOG NUMBER CURRENT RATIO ACCURACY AT 60 HZ | BURDEN VA AT 60 HZ
3P2-500 50:5 +2% 0.75
3P2-600 60:5 +2% 0.75
3P2-750 75:5 +2% 1.0
3P2-800 805 +2% 1.0
3P2-101 100:5 + 1% 1.0
3P2-121 120:5 +1% 1.0
3P2-1250 125:5 + 1% 1.0
3P2-151 150:5 +1% 15
3P2-201 200:5 + 1% 2.0

3P2-1000T See Performance Graph

Products are manufactured in a plant whose quality management system has been certified to be in compliance with ISO 9001:2015 by NQA




Current Transformer Model 3P2 '
Rev 101419

Products are manufactured in a plant whose quality management system has been certified to be in compliance with ISO 9001:2015 by NQA




Current Transformer Model 58RBL
rev 02222024

APPLICATION: CERTIFICATIONS:

With ammeters, wattmeters and cross
current compensation N
“
50-400 Hz. C Us
INSULATION LEVEL: £228202

600 Volts. 10 kV BIL. full wave
WINDOW DIAMETER;:

1.25”

IAPPROXIMATE WEIGHT:
1.3 Ibs. 223647

CONNECTIONS:
-Flexible Leads are UL 1015 105°C, Model 58RBL

# 16AWG, 24” long . .
-Non-standard length to be specified Window Size 1.25

Width 4.50
Height 3.70
Depth 1.25

MODEL 58RBL
Window Diameter 1.25”
Approximate weight: 1.3 Ibs.

CATALOG NUMBER  CURRENTRATIO  ACCURACYAT60HZ BURDEN VA AT 60 HZ
58RBL-500 505 +3% 15
58RBL-600 60:5 +2% 25
58RBL-750 755 +1.5% 25
58RBL-800 80:5 +1% 25
58RBL-101 1005 +1.5% 5
58RBL-121 120:5 +1% 5

58RBL-1250 1255 +1% 6
58RBL-151 150:5 +1% 75
58RBL-201 2005 +1%
58RBL-251 250:5 +1%
58RBL-301 300:5 +1%
58RBL-401 4005 +1%
58RBL-501 500:5 +1%
58RBL-601 600:5 +1%
58RBL-751 750:5 +1%
58RBL-801 800:5 +1%

Products are manufactured in a plant whose quality management system has been certified to be in compliance with ISO 9001:2015 by NQA




Current Transformer Model 5

rev 07062022

e
CERTIFICATIONS:

With ammeters, wattmeters and cross current
compensation -
“
50-400 Hz. G us
INSULATION LEVEL.: £228202
600 Volts. 10 kV BIL. full wave

INDOW DIAMETER:
1.56"

APPROXIMATE WEIGHT/
PPROXIMATE WEIGHT 223647

1.0 Ibs.

CONNECTIONS: 5SHT 5SFT

-Flexible Leads are UL 1015 105°C, CSA approved Model 5SHT | 5SFT
#16AWG, 24" long . :

-Non-standard length to be specified Window Size | 156 | 1.56

-Terminals are brass studs No. 8-32 UNC with one Width 3.53 | 3.53
flat washer, lock washer, and regular nut .

-SHT and SFT case style also available as SHL and Height 3.65 Sl
SFL with leads Depth 1.09 | 1.09

-Mounting bracket Part # 59-0218

MODEL 5

Window Diameter 1.56”
Approximate weight: 1.0 Ibs.

CATALOG NUMBER CURRENT RATIO ACCURACY AT60HZ BURDEN VA AT 60 HZ
5**-500 50:5 +2% 1
5**.750 75:5 +2% 1.5
5101 100:5 2% 2
5151 150:5 +1% 5
5201 200:5 +1% 5
5**.251 250:5 +1% 10
5301 300:5 +1%
5**-401 400:5 +1%
5**.501 500:5 1% 20
5601 600:5 +1% 25
5751 750:5 1% 25
5**-801 800:5 +1% 25
5102 1000:5 +1% 25
5**.122 1200:5 +1% 30
NOTE: WHEN ORDERING, PREFIX CAT NO. WITH MODEL DESIGNATION REQUIRED, I.E. 5SFT-
500, 5RL-500, ETC.

Products are manufactured in a plant whose quality management system has been certified to be in compliance with ISO 9001:2015 by NQA




Current Transformer Model 5
rev 07052022

5SFT

(2) SLOTS
027 x0.44

Products are manufactured in a plant whose quality management system has been certified to be in compliance with ISO 9001:2015 by NQA




Current Transformer Model 5SHT-0.333 /
SSFT'0333 rev 031821

APPLICATION: CERTIFICATIONS:
With ammeters, wattmeters and cross

current compensation _
e P us

50-400 Hz.
INSULATION LEVEL: £228202
600 Volts. 10 kV BIL. full wave
INDOW DIAMETER: (sp

1.56" c =5
APPROXIMATE WEIGHT:
1.0 Ibs.
CONNECTIONS:
-Flexible Leads are UL 1015 105°C, CSA Model
approved . -

#16AWG, 24" long Window Size
-Non-standard length to be specified Width
-Terminals are brass studs No. 8-32 UNC Height

with one flat washer, lock washer, and

regular nut Depth
-Mounting bracket Part #59-0218

223647

MODEL 5**
Window Diameter 1.56”
Approximate weight: 1.0 Ibs.

CURRENT
CATALOG NUMBER VOLTAGE RATIO

5*201-0.333 200:0.333
5*251-0.333 250:0.333
5**301-0.333 300:0.333
5*401-0.333 400:0.333
5**501-0.333 500:0.333
5*601-0.333 600:0.333
5**751-0.333 750:0.333
5*801-0.333 800:0.333
5*102-0.333 1000:0.333
5**122-0.333 1200:0.333

4) QPEN SLOTS
0.21 X 0.3

Q.44

QALPR - i
N\ -
. 1.83

1

Products are manufactured in a plant whose quality management system has been certified to be in compliance with ISO 9001:2015 by NQA




Current Transformer Model 5A
rev 120418

CERTIFICATIONS:

APPLICATION:

% and wattmeters. 5
¢\ us

50-400 Hz.

E228202
600 Volts. 10 kV BIL. full wave

WINDOW DIAMETER:

1.56"

BASHT SASFT

1.0 Ibs. 223647

CONNECTIONS: Model S5ASHT| 5ASFT| 5ARL
-Terminals are brass studs No. 8-32 Window Size 1.56 156 156

UNC with one flatwasher. -
Flexible Leads are UL 1015 105°C, CSA approved | Width 353 | 353 | 3.56

#16AWG, 24" long 3 Height 3.70 | 3.77 | 3.56
-Non-standard length to be specified Depth 110 1.09 110

CONTINUOUS

V.A.FOR SECONDARY THERMAL

CATALOG | CURRENT 1 ANSI METERING CLASS AT 60 HZ WINDING RATING
NUMBER RATIO T no RESISTANCE

CLASS (OHMS @ 75° C) FACTOR
BO1 | BO.2 | BO.5 | BO9 | B18 @30°C | @55°C

5A**-500 50:5 1.0 4.8 0.009 2.0 2.0
5A**-750 75:5 1.0 24 48 - - - 0.010 2.0 2.0
5A**-101 100:5 1.0 1.2 24 - - - 0.012 2.0 2.0
5A**-151 150:5 5.0 0.6 1.2 24 4.8 - 0.019 2.0 2.0
5A**-201 200:5 5.0 0.6 0.6 1.2 24 . 0.024 2.0 2.0
5A**-251 250:5 12.5 0.3 0.3 1.2 24 . 0.033 2.0 1.5
5A**-301 300:5 15.0 0.3 0.3 0.6 1.2 . 0.040 2.0 15
5A**-401 400:5 20.0 0.3 0.3 1.2 . 0.091 {65 1.0
5A**-501 500:5 25.0 0.3 0.3 0.6 0.6 . 0.105 1.33 0.8
5A**-601 600:5 30.0 0.3 0.3 0.3 0.6 . 0.158 1.0 0.8

5A%.751 750:5 30.0 0.3 0.3 0.3 0.6 . 0.147 1.0 0.8
5A**.801 800:5 30.0 0.3 0.3 0.3 0.6 . 0.156 1.0 0.8
5A**.102 1000:5 35.0 0.3 0.3 0.3 0.3 . 0.196 1.0 0.8
5A¥*.122 1200:5 40.0 0.3 0.3 0.3 0.3 . 0.291 1.0 0.6

SASHT

Products are manufactured in a plant whose quality management system has been certified to be in compliance with ISO 9001:2015 by NQA




Current Transformer Model 5A

(4) OPEN SLOTS
0.22 X 0.34 BASHT (4) OPEN SLOTS
--—-- 021 x 031 ~, SASFT
M~

(2) HOLES
0.20 DA

Products are manufactured in a plant whose quality management system has been certified to be in compliance with ISO 9001:2015 by NQA




Current Transformer Model 5DRL

CERTIFICATIONS:

APPLICATION:

With ammeters, wattmeters and cross ®
current compensation c“ us
50-400 Hz. E228202

INSULATION LEVEL.: 5DRL
600 Volts. 10 kV BIL. full wave

INDOW DIAMETER: Model

1‘ 56 Window Size 223647

PPROXIMATE WEIGHT Width

2.0 Ibs. -

CONNECTIONS: Height

-Flexible Leads are UL 1015 105°C, Depth
CSA approved #16AWG, 24" long

-Non-standard length to be specified

MODEL 5DRL
Window Diameter 1.56”
Approximate weight: 2.0 Ibs.

CATALOG NUMBER CURRENT RATIO ACCURACY AT60Hz BURDEN VA AT 60 Hz

5DRL-500 50:5 +2% 25
5DRL-600 60:5 +1% 25
5DRL-750 75:5 +1% 35
5DRL-101 100:5 +1% 5
5DRL-151 150:5 +1% 10
5DRL-201 200:5 +1% 125
5DRL-251 250:5 +1% 20
5DRL-301 300:5 +1% 20
5DRL-401 400:5 +1% 40
5DRL-501 500:5 +1% 50
5DRL-601 600:5 +1% 60
5DRL-751 750:5 +1% 60
5DRL-801 800:5 +1% 60
5DRL-102 1000:5 +1% 75
5DRL-122 1200:5 +1% 90

Products are manufactured in a plant whose quality management system has been certified to be in compliance with ISO 9001:2015 by NQA




Current Transformer Model 6A
rev 120418

CERTIFICATIONS:

APPLICATION:
With ammeters, wattmeters. ®
FREQUENCY: c“ us

50-400 Hz.

INSULATION LEVEL.: E228202

600 Volts. 10 kV BIL. full wave

WINDOW DIAMETER:

2.06”
IAPPROXIMATE WEIGHT: 223647
1.25 Ibs.

CONNECTIONS: 6ASHT

_;eglz\l;,g;jiz;z UL 1015 105 C, CSA approved Model 6ASHT
-Non-standdength to be specified. Window Size | 2.06
-Terminals are brass studs No. 8-32 UNC with one Width 4.08
flat washer, lockwasher, and regular nut Height 4.22
-ASFT and ASHT case styles also available as Depth 1.10
ASFL and ASHL with leads

_-Mounting kit — 59-0223 required for Model GASHT

SECONDARY CONTINUOUS

CATALOG | CURRENT | VA-FOR ANSI METERING CLASS AT 60 HZ WINDING [RERRES

NUMBER | RATIO cﬂoés RESISTANCE E:g%?z
(OHMS @ 75° C)

BO.1 | BO.2 | BO5 | BO9 | B1.8 @30°C | @55°C

6A**-101 100:5 1.0 1.2 24 - 0.015 2.0 2.0
6A**-151 150:5 5.0 1.2 1.2 24 4.8 - 0.024 2.0 2.0
6A**-201 200:5 5.0 0.6 1.2 24 24 4.8 0.037 2.0 2.0
6A**-251 250:5 7.5 0.3 0.6 1.2 24 4.8 0.044 2.0 1.5
6A**-301 300:5 12.5 0.3 0.3 1.2 24 24 0.055 2.0 1.5
6A**-401 400:5 15.0 0.3 0.3 0.6 1.2 1.2 0.071 1.5 1.33
6A**-501 500:5 25.0 0.3 0.3 0.6 1.2 1.2 0.107 1.5 1.0

6A**-601 600:5 30.0 0.3 0.3 0.6 10.6 1.2 0.128 1.33 1.0
6A**-751 750:5 30.0 0.3 0.3 0.3 0.6 1.2 0.156 1.25 1.0
6A**-801 800:5 35.0 0.3 0.3 0.3 0.6 0.6 0.167 1.25 0.8

6A*-102 1000:5 35.0 0.3 0.3 0.3 0.3 0.6 0.208 1.0 0.8

6A**-122 1200:5 40.0 0.3 0.3 0.3 0.6 0.3 0.250 1.0 0.8
6A**-152 1500:5 50.0 0.3 0.3 0.3 0.3 0.3 0.388 1.0 0.8
Note: When ordering, prefix Cat No. with model designation, i.e. 6ASHT-201, 6ARL-301 etc.

Products are manufactured in a plant whose quality management system has been certified to be in compliance with ISO 9001:2015 by NQA




Current Transformer Model 6 A

(4) OPEN SLOTS
0.22 X 0.47

4]

85

2.
1.10

]

(2) HOLES

0.22 Dm‘\

i

0.47
1

Products are manufactured in a plant whose quality management system has been certified to be in compliance with ISO 9001:2015 by NQA




Current Transformer Model 10

CERTIFICATIONS:

APPLICATION:
Metering ®
FREQUENCY: c“ Us

50-400 Hz.
E228202
600 Volts. 10 kV BIL full wave

INDOW DIAMETER:

1.56" Model 10SFT 223647
Window Size 156

2.5 Ibs. -
CONNECTIONS: Width 4.08
-Terminals are brass studs No. 8-32 UNC with Height 4.59

one flat washer, lockwasher, and regular nut Depth 210

MODEL 10
Window Diameter 1.56”
Approximate weight: 2.5 Ibs.

CONTINUOUS
VA FOR SECONDARY

CATALOG | CURRENT | ™ - ANSI METERING CLASS AT 60 HZ WINDING T;'ETRI“,\’J'QL

NUMBER | RATIO | & acc RESISTANCE FACTOR
(OHMS @ 75° C)

BO1 | BO.2 | BO.5 | BO9 | B138 @30°C | @55°C

10SFT-500 50:5 20+2% 48 - - - - 0.007 2

10SFT-750 755 25 1.2 48 - - - 0.01

10SFT-101 100:5 3 1.2 24 4.8 - - 0.018

10SFT-201 200:5 7.5 0.3 0.6 1.2 . 4.8 0.043
10SFT-251 250:5 10 0.3 0.3 1.2 . 24 0.0563
10SFT-301 300:5 15 0.3 0.3 0.6 . 24 0.07

10SFT-401 400:5 20 0.3 0.3 0.3 . 1.2 0.114 1.5
10SFT-501 500:5 30 0.3 0.3 0.3 . 1.2 0.128 1.33

10SFT-601 600:5 40 0.3 0.3 0.3 : 0.6 0.192 1.33

2
2
10SFT-151 150:5 5 0.6 0.6 24 . - 0.031 2
2
2
2

Products are manufactured in a plant whose quality management system has been certified to be in compliance with ISO 9001:2015 by NQA




Current Transformer Model 10

Model 10

EXCITATION CURVE

Model 10

Products are manufactured in a plant whose quality management system has been certified to be in compliance with ISO 9001:2015 by NQA




Current Transformer Model 56

CERTIFICATIONS:

APPLICATION:

With ammeters, wattmeters and cross @

current compensation c“ us

%

50-400 Hz. < = E228202

INSULATION LEVEL.: T

600 Volts. 10 kV BIL. full wave
INDOW DIAMETER:

2.06"

APPROXIMATE WEIGHT: 56SHT 56SFT

0.6 Ibs.
CONNECTIONS: Model 56SHT | 56SFT

-Flexible Leads are UL 1015 105°C, CSA Window Size 2.06 2.06

approved :
#16AWG, 24" long Width 350 | 3.50

-Non-standard length to be specified Height 363 | 3.63

-Terminals are brass studs No. 8-32 UNC Depth 110 110
with one flat washer, lock washer, and
regular nut

-RBT and RT case styles also available and MODEL 56

SHT and SFT as SHL and SFL with leads Window Diameter 2.06”
Approximate weight: 0.6 Ibs.

CATALOG NUMBER CURRENT RATIO ACCURACY AT60HZ BURDEN VA AT 60 HZ
56**-500 50:5 +3% 0.5
56**-750 75:5 +1% 0.5
56**-101 100:5 +1% 1
56**-151 150:5 +1% 25
56**-201 200:5 +1% 4
56**-251 250:5 +1% 6
56**-301 300:5 +1% 7.5
56**-401 400:5 +1% 10
56**-501 500:5 1%
56**-601 600:5 +1% 15
56**-751 750:5 1% 7
56**-801 800:5 +1% 8
56**-102 1000:5 +1% 10
56**-122 1200:5 +1% 12.5
NOTE: WHEN ORDERING, PREFIX CAT NO. WITH MODEL DESIGNATION REQUIRED, I.E. 56SFT-
500, 56RL-500, ETC.

a

223647

Products are manufactured in a plant whose quality management system has been certified to be in compliance with ISO 9001:2015 by NQA




Current Transformer Model 56

Products are manufactured in a plant whose quality management system has been certified to be in compliance with ISO 9001:2015 by NQA




Current Transformer Model 6

CERTIFICATIONS:

APPLICATION:

With ammeters, wattmeters and cross current ®
compensation “
FREQUENCY: H us

50-400 Hz. E228202
INSULATION LEVEL:
600 Volts. 10 kV BIL. full wave

INDOW DIAMETER:

2.06 223647

APPROXIMATE WEIGHT:

1.2 Ibs.
CONNECTIONS: 6SHT

-Flexible leads are UL 1015 105 C, CSA approved Model

#16 AWG, 24" long Window Size
-Non-standard length to be specified. Width
-Terminals are brass studs No. 8-32 UNC with one Heiaht

flat washer, lockwasher, and regular nut g

: ) g

‘Mounting bracket 59-0223 Depth
-SFT and SHT case styles also available as SFL

and SHL with leads
-Mounting kit — 59-0223

MODEL 6
Window Diameter 2.06”
Approximate weight: 1.2 Ibs.

CATALOG NUMBER CURRENT RATIO ACCURACY AT 60 HZ BURDEN VA AT 60 HZ
6**-101 100:5 +2% 2
6**-151 150:5 +1% 5
6**-201 200:5 +1% 5
6**-251 250:5 +1% 75
6**-301 300:5 +1% 12.5
6**-401 400:5 +1% 15
6**-501 500:5 +1% 25
6**-601 600:5 +1% 30
6**-751 750:5 +1% 25
6**-801 800:5 +1% 25
6**-102 1000:5 +1% 35
6**-122 1200:5 +1% 40
6**-152 1500:5 +1% 50

Note: When ordering, prefix Cat No. with model designation, i.e. 6SHT-201, 6RL-301 etc.

Products are manufactured in a plant whose quality management system has been certified to be in compliance with ISO 9001:2015 by NQA




Current Transformer Model 6

6SHT 6SFT

(4)0 SEheh (4) OPEN SLOTS
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E2.81 —say
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1 X1
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Current Transformer

APPLICATION:
With ammeters, wattmeters and cross current
compensation.
50-400 Hz.
INSULATION LEVEL.: 7SHT
600 Volts. 10 kV BIL. full wave
INDOW DIAMETER:

2.50" Model

PPROXIMATE WEIGHT Window Size

1.5 Ibs. Width

CONNECTIONS: Height

-Flexible leads are UL 1015 105 C, CSA
Depth

approved #16 AWG, 24” long
-Non-standard length to be specified
-Terminals are brass studs No. 8-32 UNC with
one flat washer, lockwasher, and regular nut
-SFT and SHT case styles also available as SFL
and SHL with leads
-Mounting kit 59-0219
MODEL 7

Window Diameter 2.50”
Approximate weight: 1.5 Ibs.

Model 7

CERTIFICATIONS:

M us

E228202

223647

CATALOG NUMBER CURRENT RATIO  ACCURACY AT 60 HZ

BURDEN VA AT 60 HZ

7101 100:5 +2%
7**-151 150:5 +1%
7**-201 200:5 +1%
7**-251 250:5 +1%
7**-301 300:5 +1%
7**-401 400:5 +1%
7**-501 500:5 +1%
7**-601 600:5 +1%
7751 750:5 +1%
7**-801 800:5 +1%
7°*-102 1000:5 +1%
7122 1200:5 +1%
7**-152 1500:5 +1%
7162 1600:5 +1%

25
5
5
5

15
25
30
30
35
35
35
40
45

Note: When ordering, prefix Cat No. with model designation required, i.e. 7SFT-500, 7RL-500, etc.

TSHT

Products are manufactured in a plant whose quality management system has been certified to be in compliance with ISO 9001:2015 by NQA




Current Transformer Model 7

(4) OPEN SLOTS
0.25 X 0.31

1

2.13

T i
1.75 1.08
i |

b 350 —|

(2) 0.42 DIA HOLES
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Current Transformer Model 7SHT-0.333/
7SFT-0.333

CERTIFICATIONS:

APPLICATION:

With ammeters, wattmeters and cross current ®
omeensation. c“ US

c
50-400 Hz.
INSULATION LEVEL: E228202
600 Volts. 10 kV BIL. full wave C
\WINDOW DIAMETER: sp®
2.50” Model ¢ us
IAPPROXIMATE WEIGHT: Window Size 223647
1.5 Ibs. Width
CONNECTIONS: Height
-Flexible leads are UL 1015 105 C, CSA Depth
approved #16 AWG, 24" long
-Non-standard length to be specified
-Terminals are brass studs No. 8-32 UNC with
one flat washer, lockwasher, and regular nut
-Mounting kit 59-0219

7**
Window Diameter 2.50”
Approximate weight: 1.5 Ibs.

CURRENT
CATALOG NUMBER VOLTAGE RATIO

7*%-201-0.333 200:0.333
7%*-251-0.333 250:0.333
7*%-301-0.333 300:0.333
7**-401-0.333 400:0.333
7**-501-0.333 500:0.333
7**-601-0.333 600:0.333
7**-751-0.333 750:0.333
7+*-801-0.333 800:0.333
7*%-102-0.333 1000:0.333
7%*-122-0.333 1200:0.333
7%*-152-0.333 1500:0.333
7**-162-0.333 1600:0.333

(2) 0.42 DIA HOLES

Products are manufactured in a plant whose quality management system has been certified to be in compliance with ISO 9001:2015 by NQA




Current Transformer Model 76

CERTIFICATIONS:

APPLICATION:
With ammeters, wattmeters and cross current

compensation. “
a c us
50-400 Hz.
E228202
600 Volts. 10 kV BIL. full wave
INDOW DIAMETER:
3.00” |
CONNECTIONS:
-Flexible leads are UL 1015 105 C, CSA
approved #16 AWG, 24" long Window Size
-Non-standard length to be specified Width
-Terminals are brass studs No. 8-32 UNC with Height
one flat washer, lockwasher, and regular nut Depth
-RBT and RT case styles also available and SFT
and SHT as SFL and SHL with leads

MODEL 76
Window Diameter 3.00”
Approximate weight: 1.5 Ibs.

CATALOG NUMBER CURRENT RATIO ACCURACY AT 60 HZ BURDEN VA AT 60 HZ

76**-201 200:5 +1% 5

76**-251 250:5 +1% 5

76**-301 300:5 +1% 6

76**-401 400:5 +1% 10
76**-501 500:5 +1% 10
76**-601 600:5 +1% 10
76*-751 750:5 +1% 10
76**-801 800:5 +1% 12.5
76**-102 1000:5 +1% 10
76**-122 1200:5 +1% 10
76**-152 1500:5 +1% 12.5
76**-162 1600:5 +1% 12.5
76**-202 2000:5 +1% 15

Note: When ordering, prefix Cat No. with model designation required, i.e. 76SFT-201, 76RL-201, etc.

Products are manufactured in a plant whose quality management system has been certified to be in compliance with ISO 9001:2015 by NQA




Current Transformer Model 76
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CURRENT TRANSFORMERS

For Metering and Instrumentation

600V Current Transformers
ANSI Rated Window Type

WINDOW SIZES
Wound Primary

MODEL 189

Page 2-6

WINDOW SIZES
1.25”,1.63”, 2.00”, 2.50”, 3.13”

MODELS 21, 22, 23, 24, 25

Page 2-7

WINDOW SIZES

1.50”, 2.25”, 3.00”, 3.38”, 3.75”

MODEL 296, 297, 298, 299, 300

Page 2-13

WINDOW SIZES
1.56”, 2.00”, 2.50”

MODEL 64, 65, 66

Page 2-19

WINDOW SIZES
2.06”

MODEL 6A

6ASHT

6ASFT

6ARL

Page 2-23

WINDOW SIZES
2.25”,2.75”,3.25”, 4.00”, 4.62”

MODEL 112, 113, 114, 115, 117

Page 2-25

WINDOW SIZES
2.50”

MODEL 7A

7ASFT

Page 2-31

WINDOW SIZES
2.50”

MODEL 193, 194

Page 2-33

600V Current Transformers ANSI Rated Window Type

21



CURRENT TRANSFORMERS 600V Current Transformers

For Metering and Instrumentation

ANSI Rated Window Type

WINDOW SIZES
2.50”

MODEL 180

7

180RL

WINDOW SIZES
3.25"

MODEL 8

Page 2-37

8RL

WINDOW SIZES
4.00”

MODEL 100

Page 2-40

WINDOW SIZES
4.00”

MODEL 110

Page 2-42

WINDOW SIZES
4.00”

MODEL 115MR

Page 2-44

WINDOW SIZES
4.25”

MODEL 19

= Page 2-46

WINDOW SIZES
425"

MODEL 170

Page 2-48

170RL

WINDOW SIZES
4.62”

MODEL 117MR

Page 2-51

WINDOW SIZES
5.75"

MODEL 120

Page 2-53

600V Current Transformers ANSI Rated Window Type

2-2



CURRENT TRANSFORMERS

600V Current Transformers

ANSI Rated Window Type

For Metering and Instrumentation

WINDOW SIZES
5.75”

MODEL 135

Page 2-55

WINDOW SIZES
5.75”

MODEL 135MR

Page 2-57

WINDOW SIZES
6.00”

MODEL 144

Page 2-59

WINDOW SIZES
6.00”

MODEL 144MR

Page 2-61

WINDOW SIZES
6.00”

MODEL 145

Page 2-63

WINDOW SIZES
6.00”

MODEL 145MR

Page 2-65

WINDOW SIZES
6.31”

MODEL 125

Page 2-67

WINDOW SIZES
7.25”

MODEL 142

Page 2-69

600V Current Transformers ANSI Rated Window Type
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CURRENT TRANSFORMERS

For Metering and Instrumentation

600V Current Transformers
ANSI Rated Window Type

WINDOW SIZES
7.25"

MODEL 142MR

Page 2-71

WINDOW SIZES
7.31”

MODEL 143

Page 2-73

WINDOW SIZES
7.31”

MODEL 143MR

Page 2-75

WINDOW SIZES
8.13”

MODEL 140

Page 2-77

WINDOW SIZES
8.13”

MODEL 140MR

Page 2-79

WINDOW SIZES
8.13”

MODEL 141

Page 2-81

WINDOW SIZES
8.13”

MODEL 141MR

Page 2-83

WINDOW SIZES
8.13”

MODEL 190 & 190X

Page 2-85

600V Current Transformers ANSI Rated Window Type



CURRENT TRANSFORMERS

For Metering and Instrumentation

600V Current Transformers
ANSI Rated Window Type

WINDOW SIZES
25" x 4.25

MODEL 560

Page 2-86

WINDOW SIZES
3.25” x 4.25”

MODEL 561

Page 2-88

WINDOW SIZES
4.00” x 5.38”

MODEL 562

Page 2-90

WINDOW SIZES
4.00” x 5.38”

MODEL 562-LONG LEAD

Page 2-92

WINDOW SIZES
4.00” x 5.38”

MODEL 563

Page 2-94

WINDOW SIZES
5.00” x 14.00”

MODEL 592

Page 2-96

WINDOW SIZES
8.06” x 22.06”

MODEL 593

Page 2-98

600V Current Transformers ANSI Rated Window Type

2-5



Current Transformer Model 189

CERTIFICATIONS:

APPLICATION: & ®
Ammeters and wattmeters “
s C Us
50-400 Hz. A £228202

INSULATION LEVEL:
600 Volts. 10 kV BIL. full wave

Wound Prima

2347
0.75 Ibs.
Window Size | Wound Primary
Primary terminals for the Model 189 for ratios of Width 2.70

30:5 and below are No. 10-32 brass screws with Height 2.75

one lockwasher (Dimension A=3.28), for ratios Depth 240

40:5 and above, 3/8-16 brass studs with one

lockwasher and regular nut (Dimension A=4.10) MODEL 189
Wound Primary
Approximate weight: 0.75 Ibs.

CATALOG | CURRENT ANSI METERING CLASS AT 60 HZ
NUMBER | RATIO B0.1 B02

189-0025 2.5:5 0.6 0.6
189-005 5:5 0.6 0.6
189-0075 7.5:5 0.6 0.6
189-010 10:5 0.6 0.6
189-015 15:5 0.6 0.6
189-020 20:5 0.6 0.6
189-025 25:5 0.6 0.6
189-030 30:5 0.6 0.6
189-040 40:5 0.6 0.6
189-050 50:5 0.6 0.6
189-060 60:5 0.6 0.6
189-075 75:5 0.6 0.6
189-080 80:5 0.6 0.6
189-101 100:5 0.6 0.6

(4) OPEN SLOTS
0.26 x 0.24

Products are manufactured in a plant whose quality management system has been certified to be in compliance with ISO 9001:2015 by NQA




Current Transformer Model 21, 22, 23, 24, 25

rev 03182021

CERTIFICATIONS:

APPLICATION:

Relaying and Metering ®
c M us
50-400 Hz.
INSULATION LEVEL: E228202
600 Volts. 10 kV BIL. full wave
INDOW DIAMETER:
1.25",1.63", 2.00”, 2.50”, 3.13”
APPROXIMATE WEIGHT: Model 21 [ 22 ] 23 223647

21,22,23:71bs. 24: 6 Ibs. 25: 4 Ibs. Window Size 1251163 | 2.00

CONNECTIONS: -
-Terminals are brass studs No. 8-32 Width 463 | 463 | 4.63

UNC with one flat washer, Height 510 1 5.10 | 5.10
lockwasher, and regular nut Depth 3.00 | 3.00 | 3.00

-Order Mounting bracket kit separately
59-0224 MODEL 21
Window Diameter 1.25”
Approximate weight: 7 Ibs.

SECONDARY
CATALOG | CURRENT | RELAY ANSIMETERING CLASS AT 60 Hz WINDING

NUMBER | RATIO | CLASS RESISTANCE
BOA | BO2 | BOS | BOY | B18 | (0uMs@75°C) [ @30°c | @sEC

21-500 50:5 - 1.2 24 - - - 0.026 20 20
21-750 75:5 C10 0.6 1.2 24 4.8 - 0.042 20 20
21-101 100:5 C10 0.6 1.2 1.2 24 4.8 0.063 2.0 2.0
21-151 150:5 C20 0.3 0.6 0.6 1.2 24 0.098 2.0 1.5
21-201 200:5 C20 0.3 0.3 0.6 0.6 1.2 0.126 2.0 1.5
21 -251 250:5 C20 0.3 0.3 0.3 0.6 1.2 0.158 1.5 1.5
21 -301 300:5 C20 0.3 0.3 0.3 0.3 0.3 0.168 1.5 1.33
21 -401 400:5 C50 0.3 0.3 0.3 0.3 0.3 0.253 1.5 1.0
21-501 500:5 C20 0.3 0.3 0.3 0.3 0.6 0.283 1.5 1.0
21 -601 600:5 C50 0.3 0.3 0.3 0.3 0.3 0.339 1.33 1.0
21-751 750:0 C50 0.3 0.3 0.3 0.3 0.3 0.424 1.0 0.8
21 -801 800:5 C50 0.3 0.3 0.3 0.3 0.3 0.452 1.0 0.8
21-102 1000:5 C100 0.3 0.3 0.3 0.3 0.3 0.565 1.0 0.8

CONTINOUS THERMAL
RATING FACTOR

Products are manufactured in a plant whose quality management system has been certified to be in compliance with ISO 9001:2015 by NQA




Current Transformer Model 21, 22, 23, 24, 25

rev 03182021

Models 21, 22, 23, 24 & 25

EXCITATION CURVE

Model 21

Products are manufactured in a plant whose quality management system has been certified to be in compliance with ISO 9001:2015 by NQA




Current Transformer Model 21, 22, 23, 24, 25

rev 03182021

MODEL 22
Window Diameter 1.63”
Approximate weight: 7 Ibs.

SECONDARY CONTINUOUS
CATALOG | CURRENT ANSI METERING CLASS AT 60 Hz WINDING THERMAL RATING
NUMBER | RATIO RESISTANCE FACTOR

BO.1 [ BO.2 [ BO5 [ BO.9 | B1.B | (OHMS@75°C) | @30°C | @55°C
22101 100:5 0.6 1.2 . . 48 0.060 2.0 20
22 - 151 150:5 0.3 0.6 : : : 0.090 20 20
22 - 201 200:5 0.3 0.3 . . . 0.120 2.0 15
22 - 251 250:5 0.3 0.3 : : : 0.150 1.5 15
22 - 301 300:5 0.3 0.3 : : . 0.180 15 1.33
22 - 401 400:5 03 03 : : : 0.241 15 1.0
22 - 501 500:5 0.3 0.3 . . . 0.301 1.5 1.0

EXCITATION CURVE

Model 22

Products are manufactured in a plant whose quality management system has been certified to be in compliance with ISO 9001:2015 by NQA




Current Transformer Model 21, 22, 23, 24, 25

rev 03182021

MODEL 23
Window Diameter 2.00”
Approximate weight: 7 Ibs.

SECONDARY | cONTINUOUS THERMAL
CATALOG | CURRENT ANSI METERING CLASS AT 60 HZ WINDING RATING FACTOR

NUMBER RATIO RESISTANCE

BO.1 | BO.2 | BO.5 | BO.Y | B1B | (oHMS@75°C) | @30°C | @55°C
06 06 24 48

23 -101 100:5 . . . . - 0.051 2.0 2.0
23 -151 150:5 0.6 0.6 0.6 1.2 24 0.076 20 20
23 - 201 200:5 0.3 0.6 0.6 1.2 24 0.114 2.0 1.5
23 - 251 250:5 0.3 0.3 0.6 0.6 1.2 0.143 2.0 1.5
23 -301 300:5 0.3 0.3 0.3 0.6 1.2 0.171 1.5 1.33
23 - 401 400:5 0.3 0.3 0.3 0.3 0.8 0.228 1.5 1.0
23 - 501 500:5 0.3 0.3 0.3 0.3 0.3 0.288 1.5 1.0
23 - 601 600:5 0.3 0.3 0.3 0.3 0.3 0.343 1.33 1.0

EXCITATION CURVE

Model 23

Products are manufactured in a plant whose quality management system has been certified to be in compliance with ISO 9001:2015 by NQA




Current Transformer Model 21, 22, 23, 24, 25

rev 03182021

MODEL 24
Window Diameter 2.50”
Approximate weight: 6.5 Ibs.

SECONDARY
CATALOG | CURRENT ANSI METERING CLASS AT 60 Hz WINDING comﬁm%quTc"'T%RRMA"
NUMBER RATIO RESISTANCE

BO.1 | BO.2 [ BO5 | BO9 [B1B | (OHMS@75°C) | @30°C | @55°C
24 - 101 100:5 - 06 12 24 48 - 0.046 2.0 2.0
24-151 150:5 06 06 12 24 48 0.069 2.0 2.0

24 - 201 200:5 03 03 06 12 24 0.096 2.0 15

24 - 251 250:5 03 03 03 06 12 0.118 2.0 15

24 - 301 300:5 03 03 03 06 12 0.133 2.0 15

24 - 401 400:5 03 03 03 06 06 0.212 15 1.0

24 - 501 500:5 03 03 03 03 06 0.265 15

24 - 601 600:5 . . . . : 0.317 133

24 - 751 750:5 . . . . : 0.396 1.0

24 -801 800:5 . . . . : 0423 1.0

24-102 1000:5 . . . . : 0.446 1.0

24-122 12005 . . . . : 0.535 10

24 - 152 1500:5 . . . . : 0.669 1.0

24-162 1600:5 . . . . . 0.713 0.8

EXCITATION CURVE

Model 24

Products are manufactured in a plant whose quality management system has been certified to be in compliance with ISO 9001:2015 by NQA




Current Transformer Model 21, 22, 23, 24, 25

rev 03182021

MODEL 25
Window Diameter 3.13”
Approximate weight: 4 Ibs.

SECONDARY CONTINUOUS
CATALOG | CURRENT ANSI METERING CLASS AT 60 Hz WINDING THERMAL RATING
NUMBER | RATIO RESISTANCE FACTOR
BO.1 | BO.2 | BO.5 | BO.9 [B1.B| (OHMS@75°C) | @30°C | @55°C
25 - 201 200:5 . . . 24 48 0.081 2.0 2.0
25 - 251 250:5 : : : 12 24 0.108 2.0 15
25 - 301 300:5 : . . 12 24 0.129 2.0 15
25— 401 4005 . . . 06 12 0.194 15 1.33
25 - 501 500:5 : : . 06 12 0.243 15 1.0
25 - 601 600:5 : : : 03 06 0.292 1.33 1.0
25 - 751 750:5 : : : 03 06 0.364 1.0 0.8
25 - 801 800:5 : : : 03 03 0.389 1.0 0.8
25-102 1000:5 : : : 03 03 0.486 1.0 0.8
25-122  1200:5 : : : 03 03 0.389 1.0 0.8
25152 1500:5 : : : 03 03 0.617 1.0 0.8
25-162  1600:5 : : : 03 03 0.658 1.0 0.6
25-202  2000:5 : . . 03 03 0.822 0.8 0.6

EXCITATION CURVE

Model 25

Products are manufactured in a plant whose quality management system has been certified to be in compliance with ISO 9001:2015 by NQA




Current Transformer

CERTIFICATIONS:

APPLICATION:

Metering ®
c AR US
50-400 Hz. E228202
600 Volts. 10 kV BIL. full wave
INDOW DIAMETER:
1.50", 2.25”, 3.0”, 3.38", 3.75” Model

Window Size 223647
18.15.12.10. 5 Ibs. Width
ONN O\ =
-Terminals are brass studs No. 8-32 Height
UNC with one flat washer, Depth
lockwasher, and regular nut
-Multi-ratios available upon request

MODEL 296
Window Diameter 1.50”
Approximate weight: 18 Ibs.

SECONDARY CONTINUOUS
CATALOG | CURRENT ANSI METERING CLASS AT 60 HZ WINDING THERMAL RATING
NUMBER RATIO RESISTANCE FACTOR

OHMS @ 75°C
( @75°C) @30°C | @55°C

B0.1 | B0.2 [ B0.5 | BO9 | B1.38
296-500 505 1.2 24 48 - - 0.018 2.0 2.0
296-750 755 06 1.2 24 48 - 0.027 2.0 2.0
296-101  100:5 0.6 0.6 1.2 24 48 0.035 2.0 2.0
296-151 15055 03 03 06 1.2 24 0.053 2.0 2.0
296-201 2005 0.3 03 0.6 06 1.2 0.071 2.0 2.0
296-251 25055 03 03 03 03 06 0.121 2.0 2.0
296-301 3005 0.3 0.3 0.3 03 0.6 0.168 2.0 15
296-401 4005 03 03 03 03 03 0.224 2.0 15
296-501 5005 0.3 0.3 0.3 03 0.3 0.249 15 15
296-601  600:5 03 03 03 03 03 0.298 15 1.33
296-751 75055 0.3 03 0.3 03 0.3 0.373 15 1.0
296-801  800:5 03 03 03 03 03 0.398 15 1.0
296-102 10005 0.3 0.3 0.3 03 0.3 0.447 1.33 1.0

Products are manufactured in a plant whose quality management system has been certified to be in compliance with ISO 9001:2015 by NQA




Current Transformer

Model 296
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Current Transformer

MODEL 297
Window Diameter 2.25”
Approximate weight: 15 Ibs.

SECONDARY CONTINUOUS
CATALOG | CURRENT ANSI METERING CLASS AT 60 HZ WINDING THERMAL RATING
NUMBER RATIO RESISTANCE FACTOR

B0 | B0.2 | BO5 [ BO.9 | B1.8 | (OHMS@75°C) | @30°C | @55°C
297 - 500 50:5 24 48 - - - 0.015 2.0 2.0
297 - 750 755 1.2 24 48 4.8 - 0.023 2.0 2.0
297-101 1005 0.6 1.2 24 48 48 0.051 2.0 2.0
297-151 1505 0.6 0.6 1.2 24 24 0.048 2.0 2.0
297-201 2005 0.3 0.6 0.6 12 24 0.103 2.0 2.0
297-251 2505 03 03 03 06 12 0.111 2.0 2.0
297-301 3005 0.3 0.3 0.3 06 12 0.154 2.0 15
297-401 4005 0.3 0.3 0.3 03 06 0.205 2.0 15
297-501 5005 0.3 0.3 0.3 03 03 0.233 2.0 15
297-601 6005 03 03 03 03 03 0.308 15 1.33

EXCITATION CURVE

Model 297

Products are manufactured in a plant whose quality management system has been certified to be in compliance with ISO 9001:2015 by NQA




Current Transformer

MODEL 298
Window Diameter 3.0”
Approximate weight: 12 Ibs.

SECONDARY CONTINUOUS
CATALOG | CURRENT ANSI METERING CLASS AT 60 HZ WINDING THERMAL RATING
NUMBER RATIO RESISTANCE FACTOR

B4 | B0.2 | B05 | BO9 | B1.8 | (OHMS@75°C) | @30°C | @55°C
298-500 505 - 24 48 - - - 0.023 2.0 2.0
298-750 755 1.2 1.2 48 - - 0.028 2.0 2.0
298-101 1005 06 0.6 24 48 - 0.040 2.0 2.0
298-151 1505 06 0.6 1.2 24 48 0.060 2.0 2.0
298-201 2005 06 0.6 0.6 1.2 24 0.080 2.0 2.0
298-251 2505 03 03 06 1.2 24 0.073 2.0 2.0
298-301 3005 03 0.3 0.6 0.6 1.2 0.087 2.0 2.0
298-401 4005 03 0.3 0.3 03 06 0.186 2.0 15
298-501 50055 03 0.3 0.3 0.3 06 0.233 2.0 15
298-601 6005 03 03 03 03 03 0.279 15 1.33
298-751 7505 03 0.3 0.3 03 03 0.349 15 1.0
298-801 8005 03 03 03 03 03 0.372 15 1.0

EXCITATION CURVE

Model 298

Products are manufactured in a plant whose quality management system has been certified to be in compliance with ISO 9001:2015 by NQA




Current Transformer

Model 299
Window Diameter 3.38”
Approximate weight: 10 Ibs.

SECONDARY CONTINUOUS
CATALOG | CURRENT ANSI METERING CLASS AT 60 HZ WINDING THERMAL RATING
NUMBER RATIO RESISTANCE FACTOR
B0.1 | B0.2 | B0.5 | BO9 | B1.8 | (OHMS@75°C) | @30°C | @55°C
299-500 505 - . 48 - - - 0.022 2.0
299-750 755 : 24 4.8 - - 0.028 2.0
299-101 1005 : 1.2 24 48 - 0.038 2.0
299-151 1505 . 0.6 1.2 24 48 0.057 2.0
299-201 2005 : 0.6 1.2 12 24 0.088 2.0
299-251 2505 : 03 06 12 24 0.098 2.0
299-301 3005 : 0.3 03 06 12 0.118 2.0
299-401 4005 : 0.3 03 06 06 0177 2.0
299-501 5005 : 0.3 03 03 06 0.221 2.0
299-601 6005 : 03 03 03 03 0.265 15
299-751 7505 : 0.3 03 03 03 0.331 1.5
299-801 8005 : 03 03 03 03 0.353 15

EXCITATION CURVE

Model 299

Products are manufactured in a plant whose quality management system has been certified to be in compliance with ISO 9001:2015 by NQA




Current Transformer

Window Diameter 3.75”
Approximate weight: 9 Ibs.

SECONDARY CONTINUOUS

CATALOG | CURRENT ANSI METERING CLASS AT 60 HZ WINDING THERMAL RATING

NUMBER | RATIO RESISTANCE FACTOR
B0.1 | B0.2 | B05 | BO9 | B1.8 | (OHMS@75°C) | @30°C | @55°C

300 - 500 50:5 - 2.4 48 - - - 0.012 2.0

300 - 750 75:5 2.4 : . - - 0.019 20

300 - 101 100:5 - 2.4 . 2.4 - - 0.026 2.0

300 - 151 150:5 0.6 : 2.4 24 48 0.054 20

300 - 201 200:5 0.6 . 1.2 24 48 0.072 2.0

300 - 251 250:5 03 : 1.2 1.2 24 0.104 2.0

300 - 301 300:5 0.3 . 0.3 0.6 1.2 0.108 2.0

300 - 401 400:5 0.3 : 0.3 0.6 1.2 0.144 20

300 - 501 500:5 0.3 . 0.3 0.6 0.6 0.209 2.0

300 - 601 600:5 0.3 : 0.3 0.3 0.6 0.251 15

300 - 751 750:5 0.3 : 0.3 0.3 0.3 0.329 15

300 - 801 800:5 0.3 : 0.3 0.3 0.3 0.334 15

300 - 102 1000:5 0.3 . 0.3 0.3 0.3 0.418 1.33

300 - 122 1200:5 03 : 03 03 03 0.425 1.33

300 - 152 1500:5 0.3 : 0.3 0.3 0.3 0.531 1.0

300 - 162 1600:5 0.3 : 0.3 0.3 0.3 0.567 1.0

300 - 202 2000:5 0.3 . 0.3 0.3 0.3 0.708 1.0

EXCITATION CURVE

Model 300

Products are manufactured in a plant whose quality management system has been certified to be in compliance with ISO 9001:2015 by NQA




Current Transformer Model 64, 65, 66

CERTIFICATIONS:

APPLICATION:

Metering ®
cus
50-400 Hz.
E228202
600 Volts. 10 kV BIL. full wave
INDOW DIAMETER:

1.56", 2.0", 2.5”
223647
3.75,3.25and 2.5 Ibs. Model 64 | 65
CONNECTIONS: Window Size | 1.56 | 2.00
-Terminals are brass studs No, 8 — 32 with Width 4.00 | 4.00

one flat washer, lockwasher, and regular nut Height 400 1 4.00

Depth 1.75 | 1.75

MODEL 64
Window Diameter 1.56”
Approximate weight: 3.75 Ibs.

CONTINUOUS

SECONDARY
CATALOG CURRENT ANSI METERING CLASS AT 60 Hz WINDING THERMAL RATING

NUMBER RATIO 50 RESISTANCE GATIGR
" | BO.2 | BO.5 | BO.9 | B1B | (OHMS@75°C) | @30°C | @55°C

1

64 - 500 50:5 24 - - 0.011 2.0 2.0
64 - 750 75:5 . 12 24 - 0.020 2.0 2.0
64-101 100:5 . 1.2 . . - 0.026 2.0 2.0
64 - 151 150:5 0.6 . ! ! 0.043 2.0 2.0
64 - 201 200:5 . 0.3 . . . 0.063 2.0 1.5
64 - 251 250:5 . 0.3 . . ! 0.074 2.0 1.5
64 - 301 300:5 . 0.3 . . . 0.086 2.0 1.5
64 - 401 400:5 . . 0.3 . . . 0.110 1.5 1.33

64 - 501 500:5 . . 0.3 . . . 0.173 1.5 1.0

Products are manufactured in a plant whose quality management system has been certified to be in compliance with ISO 9001:2015 by NQA




Current Transformer Model 64, 65, 66

Models 64, 65 & 66

(4) OPEN SLOTS
0.22 X 0.47

(2) HOLES

0.21 DIA. —\

1

EXCITATION CURVE

Model 64

Products are manufactured in a plant whose quality management system has been certified to be in compliance with ISO 9001:2015 by NQA




Current Transformer Model 64, 65, 66

MODEL 65
Window Diameter 2.0”
Approximate weight: 3.25 Ibs.

SECONDARY CONTINUOUS
CATALOG | CURRENT ANSI METERING CLASS AT 50 Hz WINDING THERMAL RATING
NUMBER | RATIO RESISTANCE FACTOR
BO.1 [ BO.2 | BO.5 [ BO.9 | B1.8 | (OHMS@75°C) | @30°C | @55°C
65 - 500 50:5 . 2.4 - - - - 0.007 2.0 2.0
65 - 750 75:5 : 2.4 : - - - 0.013 20 20
65-101 100:5 . 1.2 2 48 - - 0.022 20 2.0
65-151 150:5 06 6 24 48 48 0.039 2.0 2.0
65 - 201 200:5 0.6 . 12 24 24 0.047 2.0 2.0
65 - 251 250:5 03 3 06 12 24 0.067 2.0 15
65 - 301 300:5 0.3 3 06 12 24 0.077 2.0 15
65 - 401 400:5 0.3 3 03 06 12 0.110 1.5 1.25
65 - 501 500:5 0.3 3 03 06 12 0.155 1.33 1.0
65 - 601 600:5 0.3 3 03 03 086 0.186 1.25 1.0
65 - 751 750:5 0.3 3 03 06 06 0.197 1.0 0.8
65 - 801 800:5 0.3 3 03 03 06 0.210 1.0 0.8
65-102  1000:5 0.3 3 03 03 06 0.253 1.0 0.8
65-122 12005 0.3 3 03 03 03 0.316 1.0 0.8
65- 152 1500:5 0.3 3 03 03 03 0.491 1.0 0.8

EXCITATION CURVE

Model 65

Products are manufactured in a plant whose quality management system has been certified to be in compliance with ISO 9001:2015 by NQA




Current Transformer Model 64, 65, 66

Model 66
Window Diameter 2.5”
Approximate weight: 2.5 Ibs.

CONTINUOUS
CATALOG | CURRENT ANSI METERING CLASS AT 60 Hz SECONDARY WINDING THERMAL RATING
NUMBER RATIO RESISTANCE (OHMS @ 75° C) FACTOR
BO.1 [ BO.2 | BO.5 | BO.9 | B1.8 @30°C | @55°C

66 - 500 50:5 - - - - - 0.006 2.0 2.0
66 - 750 755 24 - - - 0.008 2.0 2.0
66 - 101 100:5 . 1.2 : - - - 0.013 2.0 2.0
66 - 151 150:5 : 1.2 : 24 48 - 0.020 2.0 2.0
66 - 201 200:5 . 0.6 . 24 24 48 0.038 2.0 2.0
66 - 251 250:5 0.6 . 12 24 48 0.045 2.0 2.0
66 — 301 300:5 0.3 : 12 24 24 0.065 2.0 15
66 — 401 400:5 03 : 06 12 12 0.082 15 1.33
66 - 501 500:5 03 : 06 12 12 0.107 15 1.25
66 - 601 600:5 03 : 06 06 12 0.162 1.33 1.0
66 - 751 750:5 0.3 : 03 06 06 0.202 1.0 0.8
66 — 801 800:5 03 : 03 06 06 0.216 1.0 0.8

EXCITATION CURVE

Model 66

Products are manufactured in a plant whose quality management system has been certified to be in compliance with ISO 9001:2015 by NQA




Current Transformer Model 6A

CERTIFICATIONS:

APPLICATION:

Ammeters, wattmeters.

FREQUENCY: “
50-400 Hz.

INSULATION LEVEL.: c £228202 Us
600 Volts. 10 kV BIL.full wave

INDOW DIAMETER:
2.06”

PPROXIMATE WEIGHT

1.25 Ibs. 6ASHT 223647

CONNECTIONS: Model

-Terminal and brass studs No. 8-32 with one flat ; -
washer, lockwasher, and regular nut W!ndow Size
Flexible leads are UL 1015 105°C, CSA Width
approved, #16 AWG, 24” long. Height
- Non-standard, lead length can be specified. Depth
-Mounting bracket 59-0223
-Model 6ASHT and model 6ASFT also available
as 6ASHL and 6ASFL with leads

MODEL 6A
Window Diameter 2.06”
Approximate weight: 1.25 Ibs.

SECONDARY CONTINUOUS
CATALOG | CURRENT | V.A.+1% | ANSIMETERING CLASS AT 60 HZ WINDING THERMAL
NUMBER RATIO CLASS RESISTANCE | RATING FACTOR

B0.4 | B0.2 | Bos | Bo9 | 1 | (OHMS@T5°C) maapec T @s5°C
6A**--101 100:5 1.0 1.2 2.4 - - - 0.015 2.0 2.0
6A**--151 150:5 5.0 1.2 1.2 4.8 4.8 - 0.024 2.0 2.0
6A**--201 200:5 5.0 0.6 1.2 2.4 4.8 - 0.037 2.0 2.0
6A**--251 250:5 7.5 0.3 0.6 24 24 4.8 0.044 2.0 1.5
6A**--301 300:5 12.5 0.3 0.6 1.2 24 2.4 0.055 2.0 1.5
6A**--401 400:5 15.0 0.3 0.3 0.6 1.2 24 0.071 1.5 1.33
6A**--501 500:5 25.0 0.3 0.3 0.6 1.2 2.4 0.107 1.5 1.0
6A**--601 600:5 30.0 0.3 0.3 0.6 0.6 1.2 0.128 1.33 1.0
6A**--751 750:5 30.0 0.3 0.3 0.6 0.6 1.2 0.156 1.25 1.0
6A**--801 800:5 35.0 0.3 0.3 0.6 0.6 0.6 0.167 1.25 0.8
6A**--102 1000:5 35.0 0.3 0.3 0.3 0.6 0.6 0.208 1.0 0.8
BA™*--122 1200:5 40.0 0.3 0.3 0.3 0.3 0.6 0.250 1.0 0.8
BA**--152 1500:5 50.0 0.3 0.3 0.3 0.3 0.6 0.388 1.0 0.8
*Note: When ordering, prefix Cat No. with model designation, i.e. 6SHT-201, 6RL-301 etc.

Products are manufactured in a plant whose quality management system has been certified to be in compliance with ISO 9001:2015 by NQA




Current Transformer Model 6A

Model 6ASHT Model 6ASFT

(4) OPEN SLOTS (4} OPEN SLOTS
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Current Transformer JUISREPRRERRELV L LAEY/
rev 03182021

CERTIFICATIONS:

APPLICATION:

Metering “
FREQUENCY:

50-400 Hz. C Us
INSULATION LEVEL: E228202

600 Volts. 10 k V BIL. full wave

[WINDOW DIAMETER: b2 Model 12 | 113 | 114
2.75",3.25", 4.00", 4.62 ; .
Window Size | 2.25 | 2.75 | 3.25 223647
25,22,22,17,1151bs. Width 7.00 | 7.00 | 7.00
CONNECTIONS: Height 712 | 712 | 712

Depth 4.00 | 4.00 | 4.00

-Terminals are brass studs No. 8-32 UNC with
one flat washer, lockwasher, and regular nut MODEL 112

-Mounting kits 59-0215 (CR) and 59-0216 (CL) Window Diameter 2.25”

-Multi-ratios available upon request Approximate weight: 25 Ibs.

SECONDARY CONTINUOUS
CATALOG | CURRENT ANSI METERING CLASS AT 60 HZ WINDING THERMAL RATING
NUMBER RATIO RESISTANCE FACTOR
B0.1 | B0.2 | B0.5 | BO.9 | B1.8 | (OHMS@75°C) | @30°C | @55°C
112-500 50:5 . 24 - - - 0.029 2.0 2.0
112-750 755 : 12 24 48 - 0.046 2.0 2.0
112-101 100:5 : 06 24 24 48 0.062 2.0 2.0
112-151 150:5 : 06 12 12 24 0.093 2.0 2.0
112-201 200:5 : 03 03 06 12 0.124 2.0 2.0
112-251 250:5 : 03 03 03 06 0.155 2.0 2.0
112-301 300:5 : 03 03 03 06 0.186 2.0 2.0
112-401 4005 : 03 03 03 03 0.248 2.0 15
112-501 500:5 : 03 03 03 03 0.341 2.0 15
112-601 600:5 : 03 03 03 03 0.409 15 1.33
112-751 750:5 : 03 03 03 03 0.495 15 1.0
112-801 800:5 : 03 03 03 03 0.529 15 1.0
112-102 1000:5 : 03 03 03 03 0.661 1.33 1.0
112-122 1200:5 : 03 03 03 03 0.793 1.33 1.0

Products are manufactured in a plant whose quality management system has been certified to be in compliance with ISO 9001:2015 by NQA




Current Transformer JUISREPRRERRELV L LAEY/
rev 03182021

Models 112, 113, 144, 115 & 117
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Current Transformer JUISREPRRERRELV L LAEY/
rev 03182021

MODEL 113
Window Diameter 2.75”

Approximate weight: 23 Ibs.
SECONDARY CONTINUOUS THERMAL
CATALOG CURRENT SOEIANE O BLES AT WINDING RATING FACTOR
NUMBER RATIO RESISTANCE ° o
113 - 500 50:5 . . - - - 0.033
113 -750 75:5 . . . . - 0.043
113 -101 100:5 . . . . . 0.059
113 -151 150:5 . . . . ! 0.089
113 - 201 200:5 . . . . . 0.118
113 - 251 250:5 . . . . . 0.163
113 - 301 300:5 . . . . . 0.195
113 - 401 400:5 . . . . d 0.260
113 - 501 500:5 . . . . . 0.325
113 - 601 600:5 . . . . g 0.390
113 -751 750:5 . . . . . 0.488
113 - 801 800:5 . . . . . 0.503
113 -102 1000:5 . . . . . 0.629
113 - 122 1200:5 . . . . . 0.755
113 - 152 1500:5 . . . . . 0.943

NN NN NN N

EXCITATION CURVE

Model 113

Products are manufactured in a plant whose quality management system has been certified to be in compliance with ISO 9001:2015 by NQA




Current Transformer JUISREPRERRELV L LA EY/
rev 03182021

MODEL 114
Window Diameter 3.25”

Approximate weight: 22 Ibs.
SECONDARY CONTINUOUS THERMAL
CATALOG CURRENT FORILE RS Gl T B LR WINDING RATING FACTOR
NUMBER RATIO BO.9 RESISTANCE
: | (OHMS @75°C)

114 - 500 50:5 . . - - - 0.024
114 - 750 75:5 . . . - 0.040

114 -101 100:5 . . . . - 0.055
114 -151 150:5 g g . . g 0.082

114 - 201 200:5 . . . . . 0.112
114 - 251 250:5 . . g . . 0.141
114 - 301 300:5 . . . . . 0.165
114 - 401 400:5 . . . . d 0.220

114 - 501 500:5 . . . . . 0.267

114 - 601 600:5 . . . . y 0.371

114 - 751 750:5 . . . . . 0.464

114 - 801 800:5 . . . . y 0.495
114 -102 1000:5 . . . . . 0.597
114 - 122 1200:5 . . . . y 0.716
114 - 152 1500:5 . . . . . 0.896
114 - 162 1600:5 . . . . : 0.955

EXCITATION CURVE

Model 114

Products are manufactured in a plant whose quality management system has been certified to be in compliance with ISO 9001:2015 by NQA




Current Transformer JUISREPRRERRELV L LAEY/
rev 03182021

MODEL 115
Window Diameter 4.0”

Approximate weight: 19 Ibs.
SECONDARY CONTINUOUS THERMAL
CATALOG CURRENT SOEIANE O BLES AU WINDING RATING FACTOR
NUMBER RATIO BO.9 RESISTANCE
) ) (OHMS @ 75° C)

115-500 50:5 . . - - - 0.025
115-1750 75:5 . . . - 0.037
115-101 100:5 . . . . - 0.046
115-151 150:5 . . . . d 0.074

115 -201 200:5 . . . . . 0.099
115 - 251 250:5 . . . . ! 0.127
115 - 301 300:5 . . . . . 0.148
115 - 401 400:5 . . . . d 0.208
115 - 501 500:5 . . . . . 0.247
115 - 601 600:5 . . . . g 0.305
115-751 750:5 . . . . . 0.428
115 - 801 800:5 . . . . g 0.457
115-102 1000:5 . . . . . 0.571
115-122 1200:5 . . . . g 0.660
115 - 152 1500:5 . . . . . 0.825
115-162 1600:5 . . . . g 0.880
115 - 202 2000:5 . . . . . 1.100
115 - 252 2500:5 . . . . g 1.292

115 - 302 3000:5 . . . . . 1.550
115 - 322 3200:5 . . . . g 1.653

EXCITATION CURVE

MODEL 115

Products are manufactured in a plant whose quality management system has been certified to be in compliance with ISO 9001:2015 by NQA




Current Transformer JUISREPRRERRELV L LAEY/
rev 03182021

MODEL 117
Window Diameter 4.62”

Approximate weight: 13 Ibs.
SECONDARY CONTINUOUS THERMAL
CATALOG CURRENT SOEIANE O BLES AU WINDING RATING FACTOR

NUMBER RATIO RESISTANCE

117 - 500 50:5 . - - - 0.015
117 -750 75:5 . . - 0.024
117 -101 100:5 . . . - - 0.043
117 - 151 150:5 . . . . ] 0.069
117 - 201 200:5 . . . . . 0.085
117 - 251 250:5 . . . . ! 0.106
117 - 301 300:5 . . . . . 0.145
117 - 401 400:5 . . . . . 0.184
117 - 501 500:5 . . . . . 0.236
117 - 601 600:5 . . . . d 0.283
117 - 751 750:5 . . . . . 0.354
117 - 801 800:5 . . . . g 0.425
117 - 102 1000:5 . . . . . 0.531
117 - 122 1200:5 . . . . g 0.637
117 - 152 1500:5 . . . . . 0.768
117 - 162 1600:5 . . . . g 0.819
117 - 202 2000:5 . . . . . 1.024
117 - 252 2500:5 . . . . g 1.279
117 - 302 3000:5 . . . . . 1.428
117 - 322 3200:5 . . . . g 1.523
117 - 402 4000:5 . . . . . 2.385

EXCITATION CURVE

Model 117

Products are manufactured in a plant whose quality management system has been certified to be in compliance with ISO 9001:2015 by NQA




Current Transformer Model 7A
rev 03182021

CERTIFICATIONS:

APPLICATION:

Ammeters and wattmeters ®
c s
50-400 Hz.
£228202
600 Volts. 10 kV BIL. full wave

INDOW DIAMETER:
2.50”

PPROXIMATE WEIGHT 223647

1.5 Ibs.

-Terminals are brass studs No. 8-32 with one Model
flat washer, lockwasher, and regular nut Window Size

-Flexible leads are UL 1015 105° C, CSA Width
approved, #16 AWG, 24" long

-Non-standard, lead length can be specified Height

-Order Mounting Bracket Kit 0221800182 Depth
separately for model 7ASHT

-Model 7ASHT and model 7ASFT also
available as 7ASHL and 7ASFL with leads

MODEL 7A
Window Diameter 2.50”
Approximate weight: 1.5 Ibs.

SECONDARY CONTINUOUS

CATALOG | CURRENT | V.A.+1% ANSI METERING CLASS AT 60 HZ WINDING THERMAL RATING

NUMBER RATIO CLASS RESISTANCE FACTOR

Bo4 | B0.2 | Bo.5 [ Bo9 | Big | (CHMS@T75°C) maapsc [@ssec
TA*--101 100:5 1.0 24 4.8 - - - 0.014 2.0 2.0
TA**--151 150:5 25 1.2 24 4.8 4.8 - 0.025 20 20
TA*--201 200:5 5.0 0.6 1.2 24 4.8 4.8 0.035 20 20
TA*--251 250:5 7.5 0.3 0.6 1.2 24 4.8 0.043 2.0 2.0
TA**--301 300:5 125 0.3 0.6 1.2 24 24 0.052 2.0 1.5
TA*--401 400:5 15.0 0.3 0.3 0.6 1.2 24 0.069 2.0 15
TA™--501 500:5 25.0 0.3 0.3 0.6 1.2 1.2 0.108 1.5 1.0
TA™--601 600:5 30.0 0.3 0.3 0.6 0.6 1.2 0.130 1.5 1.0
TA*--751 750:5 30.0 0.3 0.3 0.3 0.6 0.6 0.163 1.33 1.0
7TA**--801 800:5 35.0 0.3 0.3 0.3 0.6 0.6 0.173 1.33 1.0
TA**--102 1000:5 35.0 0.3 0.3 0.3 0.6 0.6 0.157 1.33 1.0
TA*™*--122 1200:5 40.0 0.3 0.3 0.3 0.3 0.6 0.234 1.0 1.0
TA**--152 1500:5 50.0 0.3 0.3 0.3 0.3 0.6 0.292 1.0 0.8
TA**--162 1600:5 50.0 0.3 0.3 0.3 0.3 0.6 0.312 1.0 0.8

**NOTE: When ordering, prefix Cat. No. with model designation required i.e. 7TASHT-201, 7ARL-301, etc.

Products are manufactured in a plant whose quality management system has been certified to be in compliance with ISO 9001:2015 by NQA




Current Transformer Model 7A
rev 03182021

MODEL 7ASHT MODEL 7ASFT
(4) OPEN SLOTS
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Current Transformer Model 193/194
rev 10172019
//99 CERTIFICATIONS;
APPLICATION: '

e
)
Relaying and Metering / '
ﬁﬁﬂh / c“ us
~

50-400 Hz. o E228202

NSULATION LEVEL:
600 Volts. 10 kV BIL. full wave ~ o - @
CONNECTIONS: ~ c = s

-Multi-ratios available upon request Model 193 223647

-Terminalsare brass studsNo. 8-32 UNCwithoneflat Window Size 213
washer, lockwasher, and regular nut -

Mounting kits 59-0215 (CR) and 59-0216 (CL) Width 4.50

Height 4.88
Depth 2.19

MODEL 193
Window Diameter 2.13"
Approximate weight: 3.5 Ibs.

SECONDARY CONTINUOUS
CATALOG | CURRENT ANSI METERING CLASS AT 60 HZ WINDING THERMAL RATING
NUMBER | RATIO RESISTANCE
BOL | B02 | BO5 | BO9 | BL8 | (OHMS@75°C) | @30°C | @55°C
193-101 1005 : 12 12 . : : 0.024 20 20
193-151 1505 - 0.6 0.6 : 24 48 0.038 20 20
193-201 2005 03 03 . 12 24 0.071 2.0 20
193-251 2505 03 03 : 12 24 0.072 20 15
193-301 3005 03 03 . 06 12 0.082 2.0 15
193-401 4005 03 03 : 0.3 0.6 0.142 15 133
193-501 5005 03 03 . 03 0.6 0.159 15 133
193-601 6005 0.3 0.3 : 0.3 0.6 0.191 15 10

MODEL 194
Window Diameter 2.50”
Approximate weight: 3.5 Ibs.

SECONDARY CONTINUOUS
CATALOG | CURRENT ANSI METERING CLASS AT 60 HZ WINDING THERMAL RATING
NUMBER | RATIO RESISTANCE
BOL | B02 | BO5 | BOJ | BL8 | (OHMS@75°C) | @30°C | @55°C
194-101 1005 : 12 24 48 : : 0.033 2
194-151 1505 I 06 12 24 48 438 0.050 2
194-201 2005 : 06 06 12 24 438 0.065 2
194-251 2505 . 03 03 0.6 12 24 0.084 15
194-301 3005 03 03 0.6 12 24 0.101 15
194-401 4005 03 03 03 06 12 0.104 15
194-501 5005 03 03 03 03 0.6 0.133 . 1
194-601 6005 03 03 03 03 06 0.180 : 1
194-751 7505 03 03 03 03 03 0.283 08
194-801 8005 03 03 03 03 03 0.302 08
194-102 10005 03 03 03 03 03 0.354 08
194-122 12005 - 03 03 03 03 03 0.425 08
194-152 15005 : 03 03 03 03 03 0531 06
194-162 16005 - 03 03 03 03 03 0.566 . 06

Products are manufactured in a plant whose quality management system has been certified to be in compliance with ISO 9001:2015 by NQA




Current Transformer Model 193/194
rev 10172019

SECONDARY VOLTAGE 60 Hz
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Current Transformer

Model 180
rev 02222024

CERTIFICATIONS:

M us

E228202

APPLICATION:
Metering

FREQUENCY:

50-400 Hz.
600 Volts. 10 kV BIL full wave
INDOW DIAMETER:

ZONNECTIONS inde 2%
: : - 223647
Non-standard lead length can be specified. m:;ﬂhow Size 42128

Mounting bracket -59-0225 -
Flexible leads are UL 1015 105° C , Height 4.50
Depth 219

180SHT

#16 AWG, 24" long
Terminals are brass studs No. 8-32 UNC with
one flat washer, lockwasher, and regular nut

APPROXIMATE WEIGHT:

3 |bs. MODEL 180
Window Diameter 2.50”
Approximate weight: 3 Ibs.

CATALOG
NUMBER

CURRENT
RATIO

ANSI METERING CLASS AT 60 HZ

SECONDARY
WINDING
RESISTANCE

CONTINUOUS
THERMAL
RATING FACTOR

(OHMS @ 75°C)

@30°C | @55°C

B4 [ B0.2 [ B05 | BO9 | B18

180 **---500 50:5 2.4 - - - - 0.009 1.33
180 **---750 755 1.2 24 - - - 0.018 1.33
180 **---101 100:5 . 1.2 24 48 - - 0.021 1.33
180 **---151 150:5 06 1.2 24 . - 0.038 1.33
180 **---201 200:5 06 06 1.2 . - 0.051 1.33
180 **---251 250:5 03 03 06 . E 0.064 1.33
180 **---301 300:5 0.3 03 0.6 : : 0.076 1.33
180 **---401 400:5 03 03 03 . . 0.102 1.33
180 **---501 500:5 03 03 03 . . 0.148 1.33
180 **---601 600:5 03 03 03 . . 0.177 1.33
180 **---751 750:5 03 03 03 . . 0.174 1.33
180 **---801 800:5 03 03 03 : . 0.202 1.33
180 **---102 1000:5 0.3 03 03 : : 0.253 1.33
180 **--122 1200:5 03 03 03 . . 0.303 1.33
180 **---152 15005 03 03 03 : : 0.307 1.33
180 **---162 1600:5 03 03 03 . . 0.359 1.25
180 **---202 2000:5 0.3 03 03 . . 0.449 1.00

180SHT 180RL

Products are manufactured in a plant whose quality management system has been certified to be in compliance with ISO 9001:2015 by NQA




Current Transformer Model 180
rev 11152021

180SHT

EXCITATION CURVE

Model 180

Products are manufactured in a plant whose quality management system has been certified to be in compliance with ISO 9001:2015 by NQA




Current Transformer Model 8
rev 03182021

CERTIFICATIONS:

APPLICATION:

Metering ®
A s
50-400 Hz.
E228202
600 Volts. 10 kV BIL. full wave
INDOW DIAMETER: Model
3.25” - :
Windoalsss
25 |bs. Width 223647
CONNECTIONS: Height
-Flexible Leads are UL 1015 105°C, CSA Depth
approved #16 AWG, 24” long
-Non-standard length to be specified
-Terminals are brass studs No. 8-32 UNC
with one flat washer, lockwasher, and
regular nut
-SHT case styles also available with Leads
-Order Mounting Bracket Kit E separately
when required for Model 8SHT
-Mounting Kit 59-0220 MODEL 8SHT and 8RL

Window Diameter 3.25”
Approximate weight: 2.5 Ibs.

SECONDARY CONTINOUS
CATALOG CURRENT | VAFOR+ | ANSIMETERING CLASS AT 60HZ WINDING THERMAL RATING
NUMBER RATIO 1% CLASS RESISTANCE FACTOR
BO.1 [ BO.2 | BO.5 | BO.9 [ B1.8 | (OHMS@75°C) | @30°C | @55°C
8**-201 200:5 5 1.2 1.2 24 4.8 4.8 0.03 2
8**-251 250:5 7.5 0.6 0.6 1.2 24 4.8 0.044

8**-301 300:5 15 0.6 0.6 1.2 24 2.4 0.049

8**-401 400:5 25 0.3 0.3 0.6 1.2 2.4 0.079

8**-501 500:5 35 0.3 0.3 0.6 0.6 1.2 0.102

8**-601 600:5 50 0.3 0.3 0.6 0.6 1.2 0.147

8**-751 750:5 50 0.3 0.3 0.6 0.6 1.2 0.184

8**-801 800:5 60 0.3 0.3 0.3 0.6 0.6 0.197

8**-102 1000:5 75 0.3 0.3 0.3 0.6 0.6 0.246

8**-122 1200:5 75 0.3 0.3 0.3 0.3 0.6 0.169

8**-152 1500:5 90 0.3 0.3 0.3 0.3 0.6 0.316

8**-162 1600:5 100 0.3 0.3 0.3 0.3 0.6 0.337

8**-202 2000:5 120 0.3 0.3 0.3 0.3 - 0.422

8**-252 2500:5 50 0.3 0.3 0.3 0.3 - 0.438

8**-302 3000:5 60 0.3 0.3 0.3 0.3 - 0.526

8**-322 3200:5 70 0.3 0.3 0.3 0.3 - 0.561

Note: When ordering, Prefix Cat. No. with model designation required, i.e. 8RL-301 or 8SHT-301

8SHT 8RL

Products are manufactured in a plant whose quality management system has been certified to be in compliance with ISO 9001:2015 by NQA




Current Transformer Model 8
rev 03182021

8SHT
QIR
- 573 — )

2.19

(43 HOLES 1.09

42 DIA, 0.55—=f l=—|
® Xd

| & Q}J
o1l 470 —]

EXCITATION CURVE

Model 8

Products are manufactured in a plant whose quality management system has been certified to be in compliance with ISO 9001:2015 by NQA




APPLICATION:

Meterin(é

50-400 Hz.

INSULATION LEVEL:

600 Volts. 10 kV BIL. full wave

\WINDOW DIAMETER:

3.25"

APPROXIMATE WEIGHT:

2.5 |bs.

CONNECTIONS:

-Flexible Leads are UL 1015 105°C, CSA
approved #16 AWG, 24" long

-Non-standard length to be specified

-Terminals are brass studs No. 8-32 UNC
with one flat washer, lockwasher, and
regular nut

-Mounting kit 59-0220

(83 OPEN SLOTS
47 X 0.

- 5.73 4@7
4.85
81
{1

.91
2.19 4+ | 1.15

(4) HOLES 1.09 ey Dt
3.42 DIA. 0.55—= J

e 1
Hi |

3

.T4

| @)

Cu

rrent Transformer

8SHT-0.333

Model

8SHT-0.333

Window Size 3.25

Width

5.73

Height 5.73

Depth

1.15

MODEL 8SHT
Window Diameter 3.25”

Approximate weight: 2.5 Ibs.

Model 8SHT-0.333 |

CATALOG NUMBER

CURRENT
VOLTAGE RATIO

8SHT-201-0.333

200:0.333

8SHT-251-0.333

250:0.333

8SHT-301-0.333

300:0.333

8SHT-401-0.333

400:0.333

8SHT-501-0.333

500:0.333

8SHT-601-0.333

600:0.333

8SHT-751-0.333

750:0.333

8SHT-801-0.333

800:0.333

8SHT-102-0.333

1000:0.333

8SHT-122-0.333

1200:0.333

8SHT-152-0.333

1500:0.333

8SHT-162-0.333

1600:0.333

8SHT-202-0.333

2000:0.333

8SHT-252-0.333

2500:0.333

8SHT-302-0.333

3000:0.333

8SHT-322-0.333

3200:0.333

4
0.51 }—_-I

470 —=

CERTIFICATIONS:

M us

E228202

@

223647

8SHT-0.333

Products are manufactured in a plant whose quality management system has been certified to be in compliance with ISO 9001:2015 by NQA




Current Transformer

CERTIFICATIONS:

APPLICATION:
Relaying and Metering ®
FREQUENCY: c“ us

50-400 Hz.

INSULATION LEVEL: E228202

600 Volts. 10 kV BIL. full wave

INDOW DIAMETER:
Vi _
APPROXIMATE WEIGHT: Model 223647
0.0 IDS.

Window Si
ONNECTIONS: W::thow L

-Terminals are brass studs No. 8-32 UNC with one -

flat washer, lockwasher, and regular nut Height
-Multi-ratios available upon request Depth
-Mounting Kit — 59-0215 (CR) and 59-0216 (CL)

MODEL 100
Window Diameter 4.0”
Approximate weight: 9.5 Ibs.

SECONDARY CONTINUOUS
CATALOG | CURRENT ANSI METERING CLASS AT 60 HZ WINDING THERMAL
NUMBER RATIO RESISTANCE | RATING FACTOR
B0.1 | B0.2 | B0.5 | B0.9 | B1.8 | (OHMS@75°C) | @30°C | @55°C
100 - 201 200:5 0.6 0.6 1.2 24 L 0.057 2 2
100 - 301 300:5 03 03 0.6 1.2 - 0.091 2
100 — 401 400:5 0.3 0.3 0.6 06 1.2 0.133 2
100 - 501 500:5 03 03 0.6 06 12 0.166
100 - 601 600:5 0.3 0.3 0.3 06 06 0.199
100 - 801 800:5 03 03 0.3 03 06 0.266 15
100 - 102 1000:5 0.3 0.3 0.3 03 03 0.332 15
100 - 122 1200:5 03 03 0.3 03 03 0.374 15
100 - 152 1500:5 0.3 0.3 0.3 03 03 0.468 1.33
100 - 162 1600:5 03 03 0.3 03 03 0.499 1.33
100 - 202 2000:5 0.3 0.3 0.3 03 03 0.624 1
100 - 252 2500:5 03 03 03 03 03 0.735 1
100 — 302 3000:5 0.3 0.3 0.3 03 03 0.882 1

2
2
2
2

Products are manufactured in a plant whose quality management system has been certified to be in compliance with ISO 9001:2015 by NQA




Current Transformer

Model 100

EXCITATION CURVE

L

€2
3. ¢

&

=2) €3]
L— 4.87 ——[

(4) 0.44 X 1.00 SLOTS
- 7.00
| .44

0.69 — ,
A Ry

QD ‘0] 1

H1 -
[\ e

.
.

]

(4) 050 X 0.70 SLOTS

Model 100

Products are manufactured in a plant whose quality management system has been certified to be in compliance with ISO 9001:2015 by NQA




Current Transformer

CERTIFICATIONS:

APPLICATION:
Relaying and Metering ®
FREQUENCY: c“ us

50-400 Hz.
INSULATION LEVEL: E228202
600 Volts. 10 kV BIL. full

WINDOW DIAMETER;

4.0

: Model
APPROXIVIA W = - = 223647
RPPIOTIATE IERT T

TESS Width

-Terminals are brass studs No. 8-32 UNC with one flat Height
washer, lockwasher and regular nut Depth
-Mounting Bracket’s 59-0215 (CR) and 59-0216 (CL)

MODEL 110
Window Diameter 4.0”
Approximate weight: 13 Ibs.

SECONDARY CONTINUOUS
CATALOG CURRENT ANSI METERING CLASS AT 60 HZ WINDING THERMAL RATING
NUMBER RATIO RESISTANCE FACTOR
B4 | B0.2 | B0.5 | B0.9 | B18 | (OHMS@75°C) | @30°C | @55°C

110 - 201 200:5 0.6 1.2 1.2 24 - 0.085
110 - 301 300:5 0.3 0.6 0.6 1.2 24 0.128
110 — 401 400:5 0.3 0.3 0.3 0.6 1.2 0.152
110 - 501 500:5 0.3 0.3 0.3 0.6 0.6 0.214
110 - 601 600:5 0.3 0.3 0.3 0.3 0.6 0.256
110 - 801 800:5 . . . . . 0.342
110 - 102 1000:5 . . . . . 0.427
110 - 122 1200:5 . . . . . 0.489
110 — 152 1500:5 . . . . . 0.611
110 - 162 1600:5 . . . . . 0.652
110 - 202 2000:5 . . . . . 0.815
110 - 252 2500:5 . . . . . 0.974
110 — 302 3000:5 . . . . . 1.168

Products are manufactured in a plant whose quality management system has been certified to be in compliance with ISO 9001:2015 by NQA




Current Transformer

Model 110

1— €5
: EXCITATION CURVE

4.60 ® @

>

— 4.87 —™

(4) 0.44 X 1.00 SLOTS

ja——  7.00

0.69

? N

D (wam) O

Ve

-

©

[— 5.62—™

(4) 0.50 X 0.70 SLOTS

Model 110
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Current Transformer Model 115MR

CERTIFICATIONS:

Frealcvor T us

50-400 Hz.
INSULATION LEVEL.: E228202
600 Volts. 10 kV BIL. full wave

INDOW DIAMETER:
4.0

Model 115MR 223647
19 Ibs. Window Size 4.00
Width 7.00
-';ermlnals are brass studs No. 8-32 UNC with one Height 712
at washer, lockwasher, and regular nut
-The transformer winding is arranged so that the Depth 4.00
turns are fully distributed between all taps

MODEL 115MR
Window Diameter 4.0”
Approximate weight: 19 Ibs.

Continuous Thermal
@30°C | @50°C
115-601MR C50 2.0 1.5
115-122MR C100 1.33 1.0
115-202MR C200 1.0 0.8

Catalog Number Relay Class

Products are manufactured in a plant whose quality management system has been certified to be in compliance with ISO 9001:2015 by NQA




Current Transformer Model 115MR

EXCITATION CURVE

Products are manufactured in a plant whose quality management system has been certified to be in compliance with ISO 9001:2015 by NQA




Current Transformer

CERTIFICATIONS:

APPLICATION:
Metering ®
FREQUENCY: c“ Us

50-400 Hz.

INSULATION LEVEL: E228202

600 Volts. 10 kV BIL. full wave

INDOW DIAMETER:

4.25" 19RL

223647
1.5 Ibs. Model 19SHT | 19RL

CONNECTIONS: Window Size 4.25 4.25
-Flexible Leads are UL 1015 105°C, CSA Width 592 5.92

approved #15AWG, 24" long p
-Non-standard length to be specified Height 6.17 5.92
-SHT Terminals are brass studs No. 8-32 UNC Depth 1.15 1.14
with one flat washer, lockwasher, and regular nut

MODEL 19SHT and 19RL
Window Diameter 4.25”
Approximate weight: 3 Ibs.

SECONDARY
CATALOG | CURRENT ANSI METERING CLASS AT 60 HZ WINDING
NUMBER | RATIO RESISTANCE
(OHMS @ 75° C)

B0 | B0.2 | B05 [B0.9 ]| B18 @30°C | @55°C
19++-301 300:5 4 0.6 1.2 24 . . 0.048 2 2
19*-401 400:5 10 0.3 0.6 1.2 . . 0.064 2 2
19++.501 500:5 15 0.3 0.6 1.2 . . 0.087 2 1.5
19*.601 600:5 15 0.3 0.3 0.6 1.2 0.116 2 15
19+*.751 750:5 25 0.3 0.3 06 06 0.145 1.5

19*-801 800:5 30 0.3 0.3 06 06 0.155 1.5

19++-102 1000:5 30 0.3 0.3 06 06 0.242

19122 1200:5 40 0.3 0.3 03 06 0.291

19*+.152 1500:5 15 0.3 0.3 0.6 1.2 0.200

19*+-162 1600:5 15 0.3 0.3 03 06 0.213

19++-202 2000:5 20 0.3 0.3 03 06 0.266

19*.252 2500:5 20 0.3 0.3 03 03 . 0.333

19**-302 3000:5 25 0.3 0.3 0.3 0.3 - 0.399
Note: When ordering, prefix catalog number with model designation required., i.e. 19RL-301, or 19SHT-301 etc.

CONTINUOUS THERMAL
RATING FACTOR

19SHT

Products are manufactured in a plant whose quality management system has been certified to be in compliance with ISO 9001:2015 by NQA




Current Transformer

.28 BY .63
SLOT

EXCITATION CURVE

Products are manufactured in a plant whose quality management system has been certified to be in compliance with ISO 9001:2015 by NQA




Current Transformer Model 170
rev 03182021

CERTIFICATIONS:

APPLICATION:

Metering “
C us
50-400 Hz. E228202
600 Volts. 10 kV BIL. full wave 170SHT

INDOW DIAMETER:
4.25 Model 170SHT
APPROXIMATE WEIGHT: Window Size 4.25
3 lbs. Width 6.73
CONNECTIONS: Height 6.73
-Flexible leads are UL 1015 105° C CSA Depth 1.28

approved, #16 AWG, 24" long
-Terminals are brass studs No. 8-32 UNC with

one flat washer, lockwasher, and regular nut
-Also available as 170SHL with leads

Mounting kit — 59-0221 MODEL 170

Window Diameter 4.25”
Approximate weight: 3 Ibs.

223647

SECONDARY CONTINUOUS
CATALOG | CURRENT ANSI METERING CLASS AT 60 HZ WINDING THERMAL RATING
NUMBER RATIO RESISTANCE FACTOR
B0.1 | B0.2 | B0.5 [ BO.9 | B1.8 | (OHMS @75°C) | @30°C | @55°C
170 **---201 200:5 5 0.6 1.2 24 - - 0.040 2

170 **---251 250:5 5 0.6 0.6 1.2 24 - 0.047

170 **---301 300:5 12.5 0.6 0.6 1.2 24 - 0.053

170 **---401 400:5 25 0.3 0.3 0.6 1.2 24 0.080

170 **---501 500:5 25 0.3 0.3 0.6 1.2 1.2 0.110

170 **---601 600:5 25 0.3 0.3 0.6 0.6 1.2 0.121

170 **---751 750:5 40 0.3 0.3 0.3 0.6 0.6 0.151

170 **---801 800:5 50 0.3 0.3 0.3 0.6 0.6 0.162

170 **---102 1000:5 75 0.3 0.3 0.3 0.6 0.6 0.265

170 **---122 1200:5 100 0.3 0.3 0.3 0.3 0.6 0.318

170 **---152 1500:5 80 0.3 0.3 0.3 0.3 0.6 0.344

170 **---162 1600:5 90 0.3 0.3 0.3 0.3 0.6 0.367

170 **---202 2000:5 100 0.3 0.3 0.3 0.3 0.3 0.459

170 **---252 2500:5 130 0.3 0.3 0.3 0.3 0.3 0.573

170 **---302 3000:5 160 0.3 0.3 0.3 0.3 0.3 0.424

170 **---352 3500:5 190 0.3 0.3 0.3 0.3 0.3 0.495

170 **---402 4000:5 200 0.3 0.3 0.3 0.3 0.3 0.646

Note: When ordering, prefix ** catalog # with model designation required, i.e. 1770SHT-201, or 170RL-301

Products are manufactured in a plant whose quality management system has been certified to be in compliance with ISO 9001:2015 by NQA




Current Transformer Y oY [=Y M WAV
rev 03182021

170SHT

3

EXCITATION CURVE
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Current Transformer Model 170SHT-0.333
rev 03182021

CERTIFICATIONS:

APPLICATION:

Metering “

FREQUENCY: C Us

50-400 Hz. E228202

INSULATION LEVEL: <sp@

600 Volts. 10 kV BIL. full wave c us
INDOW DIAMETER: 223647

425

IAPPROXIMATE WEIGHT:
3 bbs. Model 170SHT

CONNECTIONS: Window Size 4.25
-Flexible leads are UL 1015 105° C CSA Width 6.73

approved, #16 AWG, 24" long Height 6.73
-Terminals are brass studs No. 8-32 UNC with Depth 1.28

one flat washer, lockwasher, and regular nut
-Mounting kit — 59-0221

MODEL 170SHT
Window Diameter 4.25”
Approximate weight: 3 Ibs.

CURRENT
CATALOG NUMBER VOLTAGE RATIO

170SHT-201-0.333 200:0.333
170SHT-251-0.333 250:0.333
170SHT-301-0.333 300:0.333
170SHT-401-0.333 400:0.333
170SHT-501-0.333 500:0.333
170SHT-601-0.333 600:0.333
170SHT-751-0.333 750:0.333
170SHT-801-0.333 800:0.333
170SHT-102-0.333 1000:0.333
170SHT-122-0.333 1200:0.333
170SHT-152-0.333 1500:0.333
170SHT-162-0.333 1600:0.333
170SHT-202-0.333 2000:0.333
170SHT-252-0.333 2500:0.333
170SHT-302-0.333 3000:0.333
170SHT-352-0.333 3500:0.333
170SHT-402-0.333 4000:0.333

Products are manufactured in a plant whose quality management system has been certified to be in compliance with ISO 9001:2015 by NQA




Current Transformer

APPLICATION:

Relaying

50-400 Hz.

600 Volts. 10 kV BIL. full wave
INDOW DIAMETER:

4.62

PPROXIMATE WEIGHT

13 Ibs.

-Terminals are brass studs No. 8-32 UNC with
one flat washer, lockwasher, and regular nut
-The transformer winding is arranged so that the

turns are fully distributed between all taps

Model 117MR

CERTIFICATIONS:

M us

E228202

Model

223647

Window Size

Width

Height

Depth

MODEL 117MR
Window Diameter 4.62”

Approximate weight: 13 Ibs.

Catalog Number

Continuous Thermal

Relay Class

@30°C | @50°C

117-601MR
117-122MR
117-202MR

C20
C100
C50

2.0 1.5
1.33 1.0
1.0 0.6

0.56

L
T

I
&

[

5.28 —-I I‘— 1.08

<3|

(4) SLOTS
0.44 X 1.00

7.00

7 &

T

3.50

— 578 —=

(4) HOLES
0.56 DIA

Products are manufactured in a plant whose quality management system has been certified to be in compliance with ISO 9001:2015 by NQA




Current Transformer Model 117MR

EXCITATION CURVE

Products are manufactured in a plant whose quality management system has been certified to be in compliance with ISO 9001:2015 by NQA




Current Transformer

CERTIFICATIONS:

APPLICATION: ®
Relaying and Metering “
c Us
50-400 Hz. E228202
INSULATION LEVEL:

600 Volts. 10 kV BIL. full wave

INDOW DIAMETER:

5.7%" Model 223647
APPROXIMATE WEIGHT: Window Size
8.5 Ibs. -
CONNECTIONS: Width
-Multi-ratios available upon request Height
-Terminals are brass studs No. 8-32 UNC with one flat Depth

washer, lockwasher, and regular nut
-Mountina kits 59-0215 (CR) and 59-0216 (CL)

MODEL 120
Window Diameter 5.75”
Approximate weight: 11 Ibs.

SECONDARY CONTINUOUS
CATALOG | CURRENT ANSI METERING CLASS AT 60 HZ WINDING THERMAL RATING
NUMBER | RATIO RESISTANCE FACTOR
B4 | B0.2 | B05 | BO9 | B1.8 | (OHMS@75°C) | @30°C | @55°C
120 - 201 2005 1.2 1.2 24 48 48 0.053 2
120 - 301 300:5 03 06 1.2 24 24 0.063 2
120 - 401 4005 03 03 06 1.2 24 0.080 2
120 - 501 500:5 03 03 06 06 12 0.137 2

2

2

120 - 601 600:5 0.3 0.3 0.3 0.6 0.6 0.165

120 - 801 800:5 . . . . d 0.220

120 - 102 1000:5 . . . . . 0.309 1.5
120 - 122 1200:5 . . . . g 0.371 1.5
120 - 152 1500:5 . . . . . 0.464 1.5
120 - 162 1600:5 . . . . g 0.494 1.33
120 - 202 2000:5 . . . . . 0.592 1.33
120 - 252 2500:5 . . . . g 0.740 1
120 - 302 3000:5 . . . . . 0.888 1
120 - 352 3500:5 . . . . g 0.964 1
120 - 402 4000:5 . . . . . 1.102 1

Products are manufactured in a plant whose quality management system has been certified to be in compliance with ISO 9001:2015 by NQA




Current Transformer

Model 120
I
=

> | Lep
6.37 —
0.56 {4) 0.44 X 1.00 SLOTS

8.50

0.75—~ =
¥

EXCITATION CURVE

//_
s (¢
obs |

(4) 0.55 DIA HOLES
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CERTIFICATIONS:

APPLICATION: ®
Relaying and metering. m
C us
50-400 Hz. E228202
600 Volts. 10 kV BIL. full wave

INDOW DIAMETER:
575 Model 135 223647

PPROXIMATE WEIGHT Window Size 575

18 Ibs. -

Width 9.21

-Terminals are brass connections No. 10-32 UNF Height 9.21
with one flat washer, lockwasher, and regular nut Depth 3.00

-Multi-ratios available upon request

-Brackets 59-0215 (CR) and 59-0216 (CL)

MODEL 135
Window Diameter 5.75”
Approximate weight: 18 Ibs.

CONTINUOUS
CURRENT ANSI METERING CLASS AT 60 HZ SECONDARY WINDING THERMAL RATING
RATIO RESISTANCE (OHMS @ 75°C) FACTOR

B0.1 [ B0.2 [ B0O.5 | BO.9 | B1.8 @30°C | @55°C

50:5 - 48 - - - - 0.015 2

75:5 24 48 0.027
100:5 1.2 2.4 4.8 0.036
150:5 06 1.2 24 : 0.059
200:5 0.6 0.6 1.2 . . 0.078
250:5 06 06 1.2 : : 0.113
300:5 . . . . . 0.117
400:5 : : : : : 0.156
500:5 . . . . . 0.181
600:5 : : : : . 0.217
750:5 . . : : : 0.339
800:5 : : : : : 0.362
1000:5 : : : : . 0.452
1200:5 : : : : : 0.543
1500:5 . . . . . 0.678
1600:5 : : : : . 0.694
2000:5 : : : : . 0.867
2500:5 : : : : : 1.084
3000:5 : : : : . 1.301
3200:5 : : : : . 1.279
3500:5 : : : . . 1.399
4000:5 : : : : . 1.598
5000:5 . . . . . 2.459

N

NN MNDDN NN

2
2
2
2
2
2
2
2
2
2
2
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Model 135
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5 | lea| 1

fe—— 7.09——=
0.56 £L(4) 0.44 X 1.00 SLOTS

T— " 2 |

0751 - {
ld 0.144

EXCITATION CURVE

9.
H1
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.
N

]

[y | DU
0.88L (4) 0.55 DIA HOLES

Model 135
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Current Transformer Model 135MR
rev 03182021

CERTIFICATIONS:
Relaying and metering ®
Al

50-400 Hz.
E228202
600 Volts. 10 kV BIL. full wave
INDOW DIAMETER:

5.75”
223647
18 Ibs.
Model 135MR
-Terminals are brass studs No. 10-32 UNF with one Window Size 5.75

flat washer, lockwasher, and regular nut Width 9.21
-Brackets 59-0215 (CR) and 59-0216 (CL) Height 921

Depth 3.00

MODEL 135MR
Window Diameter 5.75”
Approximate weight: 18 Ibs.

Continuous Thermal
@30°C | @50°C
135-601MR C50 2.0 2.0
135-122MR C100 1.5 1.33
135-202MR C100 1.0 0.8
135-302MR C200 1.0 0.8
135-402MR C200 1.0 0.6
135-502MR C200 1.0

0.56 l‘— 7.09 —~| - — 1.08

Catalog Number Relay Class

—

L
(4) SLOTS

0.44 X 1. N\
(4) HOLES

1200:5A é ao‘ 10 0.55 DIA
&
100 0

2000:5A 6

3000:5A | 100 60 240 | 200 tumns

4000:5)\@200& 200 é@soo 100 turns
SOOO:SAéZOO‘ 400 éwo 300 tums@

MARKED RATIO (MR)

Products are manufactured in a plant whose quality management system has been certified to be in compliance with ISO 9001:2015 by NQA




Current Transformer Model 135MR

EXCITATION CURVE

Products are manufactured in a plant whose quality management system has been certified to be in compliance with ISO 9001:2015 by NQA




Current Transformer

CERTIFICATIONS:

APPLICATION.: .
Relaying and metering. “
FREQUENCY: C us

50-400 Hz. E228202

INSULATION LEVEL:

600 Volts. 10 kV BIL. full wave
INDOW DIAMETER:

6.00”

APPROXIMATE WEIGHT:

40 |bs. Model 144

CONNECTIONS: Window Size 6.00

-Terminals are brass screws No. 10-32 UNF Width 11.10

with one flat washer and a split lock washer Height 11.47
-Multi-ratios available upon request Depth 300
-Mounting Kit - 59-0215 (CR) and 59-0216 (CL) :

223647

MODEL 144
Window Diameter 6.00”
Approximate weight: 40 Ibs.

SECONDARY CONTINUOUS
CATALOG | CURRENT ANSI METERING CLASS AT 60 HZ WINDING THERMAL RATING
NUMBER | RATIO RESISTANCE FACTOR
BO.1 | B0.2 [ B0.5 | BO.9 | B1.8 | (OHMS@75°C) | @30°C | @55°C
144 - 500 50:5 24 48 - - - 0.020 2 2
144 - 750 755 1.2 24 - - - 0.032
144 -101 100:5 1.2 1.2 24 48 - 0.040
144 - 151 : 06 06 1.2 24 . 0.057
144 - 201 : 06 06 1.2 24 . 0.067
144 - 251 : 03 03 06 1.2 . 0.125
144 - 301 : 03 03 06 06 . 0.150
144 - 401 : 03 03 03 06 . 0.195
144 - 501 : . . . . . 0.282
144 - 601 : . . . . . 0.338
144 - 751 : . . . . . 0213
144 - 801 : . . . . . 0.451
144 - 102 : . . . . . 0.563
144 -122 : . . . . . 0.676
144 - 152 : . . . . . 0.845
144 - 162 : . . . . . 0.902
144 - 202 : . . . . . 1.002
144 - 252 : ] ] ] . . 1.252
144 - 302 : . . . . . 1.503
144 - 322 : ] ] ] . . 1.603
144 - 352 : . . . . . 1.592
144 - 402 : ] ] ] . . 1.820
144 - 502 : . . . . . 2275
144 - 602 : ] ] ] . . 2.730

NN NN NN NN

NN NDNDNDNDDND
-
(4]
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Current Transformer

L

5.82
1

Lf?—a.gdf %

(4) 0.44 X 1.00 SLOTS

0.56

— 11.10

0.44

0.75 —~y p=—
..
g i L EXCITATION CURVE

—]
._
Al

. j ( .0
3 g <3

8.50 —=
1.30L (4) 0.56 DIA HOLES

&
H1
_\\
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Current Transformer

CERTIFICATIONS:

APPLICATION:
Relaying and metering ®
FREQUENCY: c“ Us

50-400 Hz.
E228202
600 Volts. 10 kV BIL. full wave
INDOW DIAMETER:
6.00°

A . 223647
OXIMATE WEIGHT: Model 144MR

CONNECTIONS: Window Size 6.00

-Terminals are brass screws No. 10-32 UNF with Width 11.10
one flat washer and a split lock washer Height 11.47
-Mounting kit — 59-0215 (CR) and 59-0216 (CL) Depth 3.00

MODEL 144MR
Window Diameter 6.00”
Approximate weight: 40 Ibs.

Continuous Thermal
@30°C | @50°C
144-601MR C100 2.0 1.5
144-122MR C200 2.0 1.5
144-202MR C200 1.5 1.0
144-302MR C400 1.0 0.8
144-402MR C400 1.0

144-502MR C400

Catalog Number Relay Class

40 50 10 20 turns

1200:‘54\ 80 100 20 40 turns @
2000;5A® 100é 60 @1 60@ 80 turns
© O ©

3000:5A | 100 6 240@ 200 turmns

SOOO:SAé@ 200@ 400 @1 00@ 300 turns

MARKED RATIO (MR)

0
4000:5A | 200 200

Products are manufactured in a plant whose quality management system has been certified to be in compliance with ISO 9001:2015 by NQA




Current Transformer

EXCITATION CURVE

Products are manufactured in a plant whose quality management system has been certified to be in compliance with ISO 9001:2015 by NQA




Current Transformer

CERTIFICATIONS:

APPLICATION:

Relaying and metering ®

e us

50-400 Hz.

E226202

600 Volts. 10 kV BIL. full wave

WINDOW DIAMETER:

6.00”

APPROXIMATE WEIGHT: 223647

83 Ibs.

CONNECTIONS: Model 145

-Terminals are brass screws No. 10-32 UNF Window Size 6.00
with one flat washer and a split lock washer Width 11.10

-Multi-ratios available upon request Height 147

-Mounting Kit — 59-0215 (CR) and 59-0216 (CL) Depth 6.00

MODEL 145
Window Diameter 6.00”
Approximate weight: 83 Ibs.

SECONDARY CONTINUOUS
CATALOG | CURRENT ANSI METERING CLASS AT 60 HZ WINDING THERMAL RATING
NUMBER | RATIO RESISTANCE FACTOR

B0.1 | B0.2 | B0.5 [ BO9 | B1.8 | (OHMS@75°C) | @30°C | @55°C
145 - 500 50:5 1.2 48 - - - 0.030 2
145 - 750 755 1.2 24 48 48 - 0.045
145 - 101 100:5 0.6 1.2 2.4 48 48 0.061
145 - 151 150:5 0.6 0.6 1.2 24 24 0.091
145 - 201 200:5 0.3 0.6 0.6 12 24 0.121
145-251  250:5 0.3 03 06 06 1.2 0.152
145 - 301 300:5 0.3 0.3 0.3 0.6 1.2 0.288
145-401  400:5 0.3 0.3 0.3 03 06 0.384
145 - 501 500:5 0.3 0.3 0.3 03 03 0.480
145-601  600:5 0.3 0.3 0.3 03 03 0576
145 - 751 750:5 0.3 0.3 0.3 03 03 0.720
145-801  800:5 0.3 0.3 0.3 03 03 0.768
145-102 10005 0.3 0.3 0.3 03 03 0.960
145-122  1200:5 0.3 0.3 0.3 03 03 1.153
145-152 15005 0.3 0.3 0.3 03 03 1.441
145-162  1600:5 0.3 0.3 0.3 03 03 1.537
145-202  2000:5 0.3 0.3 0.3 03 03 1.829
145-252  2500:5 0.3 0.3 0.3 03 03 2.286
145-302  3000:5 0.3 0.3 0.3 03 03 2.743
145-322  3200:5 0.3 0.3 0.3 03 03 2.926
145-352 35005 0.3 0.3 0.3 03 03 3.040
145-402  4000:5 0.3 0.3 0.3 03 03 3.474
145-502  5000:5 0.3 0.3 0.3 03 03 4.342
145-602  6000:5 0.3 0.3 0.3 03 03 5.211

2
2
2
2
2
2
2
2
2
2
2

Products are manufactured in a plant whose quality management system has been certified to be in compliance with ISO 9001:2015 by NQA




Current Transformer

EXCITATION CURVE

Products are manufactured in a plant whose quality management system has been certified to be in compliance with ISO 9001:2015 by NQA




Current Transformer Mbidel<145 R

CERTIFICATIONS:

APPLICATION:

Relaying and metering

FREQUENCY: “
50-400 Hz. C us
NSULATION LEVEL: 228202

600 Volts. 10 kV BIL. full wave
INDOW DIAMETER:
6.00”

Model 145MR
83 Ibs. Window Size 6.00

Width 11.10
-Terminals are brass screws No. 10-32 UNF Height 1147

with one flat washer and a split lock washer Depth 6.00

223647

MODEL 145MR
Window Diameter 6.00”
Approximate weight: 83 Ibs.

Continuous Thermal
@30°C | @50°C
145-601MR C200 2.0 1.5
145-122MR C400 1.5 1.0
145-202MR C800 1.33 1.0
145-302MR C800 1.0 0.8
145-402MR C800 1.0 0.6
145-502MR C800 0.8 0.6

Catalog Number Relay Class

( XS N AN KNS AN NAN
VVVVV VUV VIV VUV VUV VIV

1200:5A® 80‘ 100 éZO@ 40 tums é
2000:&@100 60 ®160® 80 tums 65
3000:&@100 60 @240@ 200 turns éb
woo:m@ 200@ 200 @300@100 tums@
5000:5Aé5> 2{)0é9 400 100@ 300 turns @
|

MARKED RATIO (MR)

Products are manufactured in a plant whose quality management system has been certified to be in compliance with ISO 9001:2015 by NQA




Current Transformer Mbidel<145 R

EXCITATION CURVE

Products are manufactured in a plant whose quality management system has been certified to be in compliance with ISO 9001:2015 by NQA




CERTIFICATIONS:

APPLICATION:

Metering “
C us
50-400 Hz. E228202
600 Volts. 10 kV BIL. full wave
INDOW DIAMETER:

6.31” Model 125 223647

3 lbs. -
CONNECTIONS: Width 8.50
-Terminals are brass studs No. 8-32 UNC with one Height 8.50

flat washer, lockwasher, and regular nut Depth 1.28
-Brackets 59-0215 (CR) and 59-0216 (CL)

MODEL 125
Window Diameter 6.31”
Approximate weight: 3 Ibs.

SECONDARY CONTINUOUS
CATALOG | CURRENT ANSI METERING CLASS AT 60 HZ WINDING THERMAL RATING
NUMBER | RATIO RESISTANCE FACTOR

B0.1 [ B0.2 | B0.5 | BO.9 | B1.8 | (OHMS@75°C) | @30°C | @55°C
125-601 6005 0.3 0.3 1.2 1.2 2.4 0.071 15 1.33
125-751 75055 0.3 0.3 0.6 1.2 2.4 0.143 15 1.33
125-801 8005 0.3 0.3 0.6 1.2 2.4 0.116 1.5 1.33
125-102  1000:5 0.3 0.3 0.3 0.6 1.2 0.187 15 1.33
125-122 12005 0.3 0.3 0.3 0.6 1.2 0.224 1.5 1.33
125-152 15005 0.3 0.3 0.3 0.3 0.6 0.285 1.5 1.33
125-162  1600:5 . . . . . 0.304 1.5 1.33
125-202  2000:5 . : : : : 0.280 15 1.0
125-252 25005 : : : : : 0.351 1.33 1.0
125-302  3000:5 : : : : : 0.421 1.33 1.0
125-352 35005 : : : : : 0.491 1.33 1.0
125-402  4000:5 . : : : : 0.696 1.0 0.8

Products are manufactured in a plant whose quality management system has been certified to be in compliance with ISO 9001:2015 by NQA




Current Transformer

Model 125

e 2

298 | bt

9
Ry
FE ) | Zz)
6.37
0.56 £(4) 0.44 X 1.00 SLOTS

el 8.50 —_—

EXCITATION CURVE

(4) 0.56 DIA HOLES

Model 125
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Current Transformer

CERTIFICATIONS:

APPLICATION:

Relaying and metering. .
A=\ \
50-400 Hz. C us
INSULATION LEVEL: E228202
600 Volts. 10 kV BIL. full wave

INDOW DIAMETER:
7.25"
223647

31 Ibs.
CONNECTIONS: Model 142

-Terminals are brass screws No. 10-32 UNF Window Size 1.2

with one flat washer and a split lock washer Width 11.10
-Multi-ratios available upon request Height 11.47
-Mounting Kit — 59-0215 (CR) and 59-0216 (CL) Depth 3.00

MODEL 142
Window Diameter 7.25”
Approximate weight: 31 Ibs.

CONTINUOUS

ANSI METERING CLASS AT 60 HZ THERMAL RATING
CATALOG | CURRENT SECONDARY WINDING FACTOR

NUMBER RATIO RESISTANCE (OHMS @ 75°C)
B02 | B05 | BO.9 . @30°C | @55°C

142 - 500 - - - - 0.031
142 - 750 ! 4.8 - - - 0.035
142 - 101 . 24 48 - - 0.051
142 - 151 . 1.2 24 d - 0.070
142 - 201 : . 0.6 1.2 . . 0.102
142 - 251 g ! 0.6 1.2 . ! 0.127
142 - 301 : . 0.3 0.6 . . 0.153
142 - 401 g ! 0.3 0.3 d . 0.196
142 - 501 : . 0.3 0.3 . . 0.252
142 - 601 g ! 0.3 0.3 d d 0.255
142 - 751 : . 0.3 0.3 . . 0.304
142 - 801 5 ! 0.3 0.3 d d 0.336
142 - 102 . 0.3 0.3 . . 0.486
142 - 122 ! 0.3 0.3 d d 0.735
142 - 152 . 0.3 0.3 . . 0.918
142 - 162 ! 0.3 0.3 d d 0.979
142 - 202 . 0.3 0.3 . . 0.544
142 - 252 ! 0.3 0.3 d d 1.066
142 - 302 . 0.3 0.3 . . 1.280
142 - 322 ! 0.3 0.3 d d 1.365
142 - 352 . 0.3 0.3 . . 1.493
142 - 402 ! 0.3 0.3 d d 1.452
142 - 502 . 0.3 0.3 . . 1.915
142 - 602 ! 0.3 0.3 d d 2.298

NN NN NN NN NN DNDDNDND
N DD NN NN NN
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Current Transformer

—r
L) B
1_ ﬁ)—osmj

44 X 1.00 SLOTS
0.56

11.10
0.75 — 0.44 EXCITATION CURVE

11.

T

A 19,73

J k|

=,
)
—— 8.50 —~

(4) 0.56 DIA HOLES
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Current Transformer

CERTIFICATIONS:

Relaying and metering o
FREQUENCY: m
50-400 Hz. (H us
INSULATION LEVEL: E228202
600 Volts. 10 kV BIL. full wave

INDOW DIAMETER:
7.25"

APPROXIMATE WEIGHT: Model 142MR

31 Ibs. : :
T ERN Window Size 7.25 223647

Width 11.10
-Terminals are brass screws No. 10-32 UNF Height 11.47

with one flat washer and a split lock washer Depth 3.00
-Mounting Kit - 59-0215 (CR) and 59-0216 (CL) MODEL 142MR

Window Diameter 7.25”
Approximate weight: 31 Ibs.

Continuous Thermal
@30°C | @50°C
142-601MR C50 2.0 2.0
142-122MR C200 1.5 1.0
142-202MR C200 2.0 1.5
142-302MR C200 1.0 0.8
142-402MR C200 1.0 0.8
142-502MR C200 1.0 0.8

0.56 8.94 8.90

L | ‘ ’ (4) SLOTS
e _€1"9/_ 0.44 X 1.00

T -

Catalog Number Relay Class

4.69

L

|

&

1.67
.50

40 50
&
1200:5A @ 80 é 100 @20 éw turns ()b
7.25 DIA. 1.
N 2000:5A | 100 é 60 @160 é@ao turns é)

1
L 3 ) 1 3°°°:5‘§ & ® Grolmo el

100
5.73 4000:5A | 200 | 200 | 300 | 100 tumeé

J 5000:5A@§200é9 400 @1 00@300 turns

N (4) HOLES MARKED RATIO (MR)
0.53 DIA

Products are manufactured in a plant whose quality management system has been certified to be in compliance with ISO 9001:2015 by NQA




Current Transformer

EXCITATION CURVE

Products are manufactured in a plant whose quality management system has been certified to be in compliance with ISO 9001:2015 by NQA




Current Transformer

CERTIFICATIONS:

APPLICATION:
Relaying and metering. ®
FREQUENCY: C Us

50-400 Hz.
INSULATION LEVEL: E228202
600 Volts. 10 kV BIL. full wave
INDOW DIAMETER:
7.31"

APPROXIMATE WEIGHT: 223647
60 Ibs. Model 143

CONNECTIONS. Window Size 7.31
-Terminals are brass screws No. 10-32 UNF Width 11.10
with one flat washer and a split lock washer Heiaht 1147
-Multi-ratios available upon request g :
-Mounting Kit - 59-0215 (CR) and 59-0216 (CL) Depth 6.00

MODEL 143
Window Diameter 7.31”
Approximate weight: 60 Ibs.

CATALOG | CURRENT ANSI METERING CLASS AT 60 HZ SECONDARY WINDING comﬁ:ﬂ%usiclﬁiml'
NUMBER | RATIO RESISTANCE (OHMS @ 75°C)
Bod | B02 | Bos | Bo9 | B18 @30°c | @ss°c
143-500 505 48 48 : - - 0014 2 2

143-750 755 24 24 - . 0.042
143-101 1005 12 24 . - - 0056
143-151 1505 06 06 : 438 : 0.121
143-201 2005 03 03 . 24 . 0.161
143-251 2505 03 03 : 1.2 . 0.175
143-301 3005 03 03 . 1.2 . 0.241
143-401 4005 03 03 : 06 : 0.322
143-501 5005 03 03 . 03 . 0441
143-601 6005 03 03 : 03 : 0530
143-751 7505 03 03 . 03 . 0662
143-801 8005 03 03 : 03 : 0.706
143-102 10005 03 03 . 03 . 0.883
143-122 12005 03 03 : 03 : 1.059
143-152 15005 03 03 . 03 . 132
143-162 16005 03 03 : 03 : 1413
143-202 20005 03 03 . 03 . 1678
143-252 25005 03 03 . 03 : 2.007
143-302 30005 03 03 . 03 . 2516
143-322 32005 03 03 : 03 : 2684
143-352 35005 03 03 . 03 . 2.93
143-402 40005 03 03 : 03 : 3353
143-502 50005 03 03 . 03 . 3.983
143-602 60005 03 03 . 03 : 4780

N RN NN NN NN NN
N RN DN NN DN DN
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Current Transformer
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Current Transformer

CERTIFICATIONS:

APPLICATION: .
Relaying and metering. @
FREQUENCY: c us

50-400 Hz. £228202
600 Volts. 10 kV BIL full wave

INDOW DIAMETER:
731"

APPROXIMATE WEIGHT 223647
60 Ibs. Model 143MR

Window Size 7.31
-Terminals are brass screws No. 10-32 UNF Width 11.10
with one flat washer and a split lock washer - -
-Mounting kit — 59-0215 (CR) and 59-0216 (CL) Height 11.47
Depth 6.00

MODEL 143MR
Window Diameter 7.31”
Approximate weight: 60 Ibs.

0.56 8.94 -4— 1.08
(4) SLOTS (—G-6-0-0-0-0-5-5-0-0-6-0-5-0)

—-- 0.44 X 1.00 i 20 turns

® &9
12€)0:5Aé5D 80@ 100 é 20 @40 turns
100

==

2000:5A é@ 60 éwo @ao turns é

J 3000:5%100 ‘ 60 émo é@zoo turns
] ! &)
|_€':9_| |_€:9_| 4000:5.4&%9200@B 200 éwo@@wo turns éj
- {110 ——— ’ TOOO:sﬁézooé 400 éwo@’;oo tumséD

W o I
MARKED RATIO (MR)

o 79

7.31 DIA,

Products are manufactured in a plant whose quality management system has been certified to be in